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REMOVAL ASSESSMENT TRIP REPORT

SITE NAME: Canadian Radium and Uranium Corp. Site
DC No.: RST3-03-D-0206

TDD No.: 0007-0023

CERCLIS ID: NYD987001468

EPA ID: A23P

EVENT DATES: December 12 through 14, 2016

1.0 Site Location:

The former Canadian Radium and Uranium (CRU) facility is located to the east of Kisco Avenue
and to the west of railroad tracks in the Village of Mount Kisco, Westchester County, New York,
in a primarily suburban residential and commercial area. The historic property on the Canadian
Radium and Uranium Corp. Site (the Site) 1s 2.72 acres and is currently occupied by a landscaping
business (103 Kisco Avenue) and a stone, masonry, and landscaping business (105 Kisco Avenue).
The Site is bounded by Kisco Avenue to the west, southwest, and northwest; railroad tracks to the
south, east, and northeast; and a large, privately-owned warehouse to the north and northeast.
(Refer to Attachment A, Figure 1: Site Location Map)

2.0 Site History

From 1943 until approximately 1966, the CRU facility operations included the recovery of
uranium and other radioactive elements from uranium-bearing sludge, old instrumentation, and
watch dials. This work began as part of the federal government’s Manhattan Engineering District
(Manhattan Project). From 1943 to the 1950s, the primary product was uranium; subsequently,
radium became the principal product until the facility’s closure. According to a Village of Mount
Kisco memorandum, in 1957, CRU pleaded guilty to charges of allowing three employees to be
overexposed to radiation. From March 5, 1958, until sometime after May 19, 1961,
decontamination procedures and expectations were established for the CRU facility.

In November and December 1966, the facility buildings (a two-story concrete block building and
two smaller one-story concrete block buildings) were decontaminated and demolished. Removal
of radioactive dirt to a depth of 12 inches was required on the CRU premises. The most
contaminated demolition materials were disposed of by Nuclear Diagnostic Laboratories located
in Peekskill, New York, while the less contaminated materials were disposed of at Croton Point
Sanitary Landfill located in Croton-on-Hudson, New York. After decontamination and demolition,
a post-operation survey was conducted by Isotopes, Inc. Two locations on the Haggerty Millwork
wall, which originally shared a wall with the former CRU facility that was demolished during the
1966 decontamination and demolition process, were found above specifications. One
contaminated location was removed by chiseling out the masonry of a wall. The second was a
result of tailings from a leaking waste drum which CRU had stored on the second floor fire escape.
Since contamination was low here, the area was sealed with 1 to 2 inches of mortar. Railroad
Avenue was constructed where the main CRU building once stood and was put in place by the
urban renewal efforts i the area. Between 1964 (pre-decontamination/demolition) and 1971
(post-decontamination/demolition), the building layout of the former CRU facility completely
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changed, and it is believed that none of the original CRU facility buildings remained after the year
1971.

On April 5, 1979, a local newspaper reported the 1957 death of the CRU plant manager due to
leukemia from high radioactivity levels found in his body. On April 20, 1979, a survey was
performed by the Assistant Commissioner of Health for Environmental Quality, Westchester
Department of Health. Based on the surveys, the highest dose rates were found in a small portion
of a locked, chain-link fenced area south of the old wood freight station on Railroad Avenue and
east of the L. B. Richard’s Lumber vard (i.e., an area located adjacent to the railroad). All other
elevated dose rates were found in areas covered by soil and vegetative growth. The 1979
investigation reported that the high readings were obtained from an area covering approximately
one square yard (sq. yd.) of the property in an area not used by the public. In addition, the report
indicated that the dose rates found did not pose a public health hazard to persons passing the fenced
area, to persons working in buildings adjacent to the area, or to persons living across the railroad
tracks to the east.

In a memorandum dated February 7, 1980, the Westchester County Health Department described
investigation findings in more detail. The area in question was approximately 78 feet by 60 feet,
enclosed by a chain-link fence located between the railroad tracks and a concrete paved area. The
most significant contaminated area was a strip 15 feet by 5 feet, containing two separate “hot
spots”. A surface reading using an alpha probe survey meter measured 50 disintegrations per
minute (dpm). Elevated readings several times above background were reported for an area
extending about 50 feet south from the chain-link fence. The memorandum stated that the origin
of this contamination was unknown and that it was not discovered in previous surveys.

In September 1993, the Bureau of Environmental Radiation Protection of the New York State
Department of Health (NYSDOH) completed a survey of the Site; indoor radon measurements
were collected (i.e., office, show room, storage/sale floor) which documented a maximum
concentration of 9.8 picocuries per liter (pCi/L), and the average of the different detectors was
about 8.1 pCi/L. The NYSDOH also identified two outdoor areas where presence of radioactive
materials were indicated at the back of Richard’s Lumber, and the road that runs next to the railroad
tracks and adjacent to a fence post inside the fenced portion of what appeared to be Richard’s
Lumber property on the south side of Railroad Avenue.

In 1994, the U.S. Environmental Protection Agency (EPA) conducted an on-site inspection to
measure radon levels, collect air and soil samples, and measure radiation exposure rates. The
purpose of the investigation was to determine if conditions required immediate action and if the
Site was eligible for long-term remediation under the federal Superfund Program. Elevated
exposure rate measurements were documented on both the northern (10-700 microroentgens per
hour [pR/hr]) and southern (10-240 uR/hr) portions of the Site. Radium-226 (Ra-226)
concentrations in soil samples taken from the top 1.5 feet ranged from 3 to 150 picocuries per gram
(pCi/g). All of the radon measurements were below EPA's guideline (i.e., 4 pCi/L) and the air
samples collected at the Site did not indicate any radioactive contamination.

In July 1998, a complete radiological survey of the Village of Mt. Kisco and Richard’s Lumber
(former CRU) was conducted by the New York State Department of Environmental Conservation
(NYSDEC). The property owned by the Village of Mount Kisco (103 Kisco Avenue) was found
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to have contamination over one large unpaved area [approximately 4,000 to 5,000 square feet (ft*)]
and a few smaller areas. The 1998 report stated that on the Mt. Kisco property, the highest
concentrations of radium observed were a few hundred pCi/g and that most of the contamination
was in the top 1 foot of soil. The report stated that the distribution suggests that uranium-
containing material was placed on the surtace and then the area was leveled. A new road (Railroad
Avenue) had been built where the CRU facility once stood; soil sampling completed near the road
showed elevated concentration of radium a few feet below the surface. The NYSDEC reported
that the distribution of radioactive material near the road appeared to be consistent with movement
of soil as part of the building demolition and subsequent construction of the road. Sampling
beneath the road surface was not performed. There is no documentation of shielding or other
control measures implemented on the 103 Kisco Avenue property, though current conditions
suggest that the property had been recently paved with asphalt (of an unknown thickness) or other
cover materials.

The 1998 report further stated that the survey of the Richard’s Lumber (105 Kisco Avenue)
property indicated that radioactive materials were present under the parking lot, but no samples
were taken beneath the asphalt. The highest concentration of radium at the Site was found just
north of Railroad Avenue (approximately 6,000 pCi/g). A large part of the main outside storage
area was reported to be contaminated with radium near the surface as well as within some soil
profiles to depths of approximately 4 feet. Survey data suggested that the contamination stopped
abruptly at the edges of the paved areas. Railroad Avenue showed count rates that were lower
than background soils; NYSDEC attributed these results to absorption by the road surface material
(i.e., shielding). The July 1998 report indicated that radiation doses to workers or visitors to the
Site as it was being used at the time were not significant. The Site location where the dose rate
was highest was a small area near Richard's Lumber, just north of Railroad Avenue. Time spent
at this location was small; therefore, the accumulated dose was also estimated to be small. The
July 1998 report suggested that significant radium contamination was present on both Mt. Kisco
and Richard's Lumber properties. The NYSDEC did not consider the Site to be fully characterized
at the completion of the survey.

In September 2013, Weston Solutions, Inc., Site Assessment Team (SAT), performed an on-site
reconnaissance and gamma radiation screening of the historic CRU property and other suspected
areas of contamination. Background readings taken north and northeast of the Site in the right-of-
way (ROW) area alongside Kisco Avenue showed background gamma radiation levels of
approximately 7,500 counts per minute (cpm). The highest reading of 73,637 cpm was located on
the 105 Kisco Avenue property. Most readings were below 2 times (2x) background. There were
three areas with readings that exceeded 2x background, ranging from 30,000 cpm to 73,637 cpm.
All three areas above 2x background were located in the back portion of the 105 Kisco Avenue
property, east of the historic CRU facility. No signs of ground discoloration were observed.

In November 2013, SAT advanced eight boreholes to depths of 10 feet at the Site for gamma
screening and soil sample collection. Using a gamma scintillation meter (Ludlum 2221 Scaler
Ratemeter), field gamma screening data collected during the sampling event documented the
gamma exposure rates at 6-inch depth intervals vertically down each sample location borehole.
The soil samples collected represented the highest levels of gamma radiation recorded for each
borehole. The soil samples were analyzed for isotopic thorium (thorium-228, thorium-230 and
thorium-232), isotopic uranium (uranium-233/234, uranium-235/236 and uranium-238), Ra-226,
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and Ra-228. Analytical results from the sampling effort suggested that there was measureable
residual contamination remaining at the Site.

SAT reported in its Final Site Reassessment Summary Letter, dated June 11, 2014, that the Site
overlies unconsolidated fluvial sands and gravels of glacial outwash origin, which comprise a
water table aquifer with a saturated zone of unknown thickness and the depth of the water is
estimated to be approximately 24 feet below ground surface (bgs). In addition, SAT indicated that
a potential for the release of radioactive contamination to groundwater exists at the Site due to the
proximity of contaminated soil to the water table. Furthermore, groundwater samples have not
been collected at the Site and an observed release is not documented; however, there are 42 active
drinking water wells within 4 miles of the Site.

In August 2015, EPA and Weston Solutions, Inc., Removal Support Team 3 (RST 3) conducted
ground radiological survey and soil sampling at the Site, including the Metropolitan Transit
Authority (MTA), Milepost 136, 103 Kisco Avenue (Property C001), Hickory Homes and
Properties, Inc., 103 Kisco Avenue (Property C002), New York Stone and Building Supply, 105
Kisco Avenue (Property C003), and an off-site background location (comprising a strip mall), 145-
159 Kisco Avenue (Property C004). Background gamma readings were taken at the off-site
background location using Ludlum-2241 equipped with a sodium iodide (Nal} 2x2 scintillator,
fluke photoionization chamber (FPIC), and high pressure ion chamber (HPIC). Background
gamma readings taken with each instrument were as follows (equipment name and background
reading in parenthesis): Ludlum-2241 (7,500 - 9,500 cpm), FPIC (9 - 12 uR/hr at waist height and
11 - 13 pR/hr at contact), and HPIC (8.9 uR/hr). Gamma radiation measurements collected with
the Ludlum-2241 were more than 2x background at six of the 11 soil sampling locations selected
throughout the Site, with values ranging from 20,000 to 180,000 cpm. At Property C003, above-
background gamma readings (12,000 to 15,000 cpm) were observed in the southeast corner of the
warehouse located northeast on the property. Gamma measurements collected with the FPIC
indicated above-background values ranging from 9 to 15 pR/hr at waist level and 14 to 51 uR/hr
at contact in the Electrical Room of the main building and from 14 to 16 pR/hr at waist level and
9 to 15 puR/hr at contact in the southeast corner of the warehouse located northeast on the property.
Gamma measurements collected with the HPIC indicated above-background value of 14 uR/hr in
the Electrical Room of Property C003 and at six of the 11 soil sampling locations throughout the
Site with values ranging from 14.6 to 36 uR/hr. Radon/thoron measurements collected with RAD7
radon/thoron detectors did not indicate any elevated readings in exterior on-site locations.

During the August 2015 event, RST 3 collected a total of 13 soil samples, including two field
duplicates, from 11 soil borings advanced to depths 4 feet bgs throughout the Site. Soil samples
were collected from the interval exhibiting the highest level of gamma radiation (based on Ludlum-
2241 screening data) and/or where a fill layer was observed and/or at the discretion of the EPA
On-Scene Coordinator (OSC). The sampling event was conducted in order to verify the presence
of residual contamination and potential releases of radiation-containing material in soil associated
with the former CRU facility. The soil samples were submitted for laboratory analyses of isotopic
thorium, 1sotopic uranium, and other alpha emitting actinides via alpha spectroscopy Health and
Satety Laboratory (HASL)-300 Method A-01-R; Ra-226 (21-day ingrowth), Ra-228, and other
gamma emitting radioisotopes via gamma spectroscopy EPA Method GA-01-R; and target analyte
(TAL) metals, including mercury. Analytical results indicated that concentrations of Ra-226
exceeded the calculated EPA Site-Specific Action Level (provided by EPA in August 2015) of
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4.06 pCi/g in two of the four soil samples collected from Property C002. Exceedance of Ra-226
in Property C002 was highest at 0 to 36 inches bgs with a concentration of 10.4 J (estimated
concentration) pCi/g. Ra-226 was also detected above the EPA Site-Specific Action Level in all
four soil samples, including one field duplicate, collected from Property C003. Exceedance of Ra-
226 was highest at 0 to 24 inches bgs with a concentration of 129 J pCi/g. Lead concentration was
above the EPA Removal Management Level (RML) of 400 milligrams per kilogram (mg/kg) in
one soil sample with a concentration of 510 mg/kg. Although no Site-Specific Action Level was
provided by EPA for the aqueous (rinsate) samples, based on the validated analytical results,
radioisotope concentrations were generally, not detected.

In April 2016, RST 3 collected a total of 103 soil samples, including five field duplicates, from 20
soil borings at 6-inch interval up to 4 feet bgs in 15 locations and up to 8 feet bgs in five locations
throughout the Site. The sampling event was conducted to identify additional source areas of
radiological material at the Site. The soil samples were submitted for laboratory analyses of
isotopic thorium, 1sotopic uranium, and other alpha emitting actinides via alpha spectroscopy
HASL-300 Method U-02, radium-226 (21-day ingrowth), radium-228, and other gamma emitting
radioisotopes via gamma spectroscopy EPA Method 901.1. Analytical results indicated that
concentrations of Ra-226 exceeded the EPA Site-Specific Action Level (updated by EPA in April
2016) of 2.52 pCi/g in eight of the 25 soil samples collected from three locations at Property C002.
Exceedance of Ra-226 ranged from 2.57 pCi/g to 89.39 pCi/g at 24 to 36 inches bgs. The
concentration of Ra-226 was below the EPA Site-Specific Action Level in soil samples collected
0 to 12 inches bgs at all three soil sample locations. Analytical results indicated exceedance of
Ra-226 above the EPA Site-Specific Action Level of 2.52 pCi/g in 32 of the 71 soil samples
collected from 16 locations at Property C003. Exceedance of Ra-226 ranged from 2.79 pCi/g at
12 to 24 inches bgs to 926.1 pCi/g at 36 to 48 inches bgs. The concentration of Ra-226 was below
the EPA Site-Specific Action Level in soil samples collected 0 to 12 inches bgs in 15 of the 16 soil
sample locations.

In June 2016, EPA and the Department of Energy (DOE) independently conducted aerial
overflights of the Site to determine the possibility of lateral spread of the radiation
contamination. The DOE overtflight indicated potential lateral spread to the west of the Site along
Kisco Avenue. The EPA overflight indicated two other potential areas of interest. One area was
located immediately southeast of the Site off North Moger Avenue and the second approximately
one half mile southwest of the Site located within the parking lot of Diplomat Towers (a residential
condominium complex).

3.0 Removal Assessment Objectives

As part of the Phase III Removal Assessment of the Site, RST 3 was tasked by EPA with providing
support to perform a non-intrusive ground radiological survey of two new areas of interest,
including the areas within the parking lot of the Diplomat Towers (Property C006) and the parking
lot immediately adjacent to the Site on the eastern side of the railroad tracks and fronting on North
Moger Avenue (Property C007) and to verify if prior aerial overflight information generated by
EPA and DOE were accurate. In addition, RST 3 was tasked with providing a drilling
subcontractor to install temporary well points to depths bgs in three locations at Property C003.
Groundwater sampling of the temporary well points was performed in order to determine
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groundwater flow direction and ascertain if groundwater beneath the Site is being impacted by
site-related radioactive materials.

4.0 On-Site Personnel

Daniel Gaughan U.S. EPA, Region I Lead On-Scene Coordinator
Andrew Fessler U.S. EPA, Region 11 Site Assessment Manager
Bernard Nwosu RST 3, Region II Team Leﬁﬁ&f&gﬁ;ﬁﬂ%ﬁfﬁﬁ t}Z;l“e“ and
Kathryn Donohue RST 3, Region II Field Support
Gerry Gilliland Weston Solutions, SAT Field Support, Radiological Survey
Tom Wysocki Environmental Field Services Geoprobe® Operator
Doug Frar Environmental Field Services Geoprobe® operations
Robert S. Johnson, PLS H. Stanley Johnson & CO. Temporary Well Point Surveyor

5.0 Summary of Site Activities

Prior to mobilizing to the Site, RST 3 contacted Dig Safely New York to conduct a subsurface
utility clearance within the ROW areas of the Site. On December 12, 2016, EPA and RST 3
mobilized to the Site. Upon arrival at the Site, Dig Safely New York had completed utility
clearance markings as requested. RST 3 performed a non-intrusive ground radiological survey of
Property C006 and Property CO007 using a Ludlum-2241 Scaler Ratemeter with a Nal 3x3
scintillator which was setup on a baby buggy for mobility.

On December 13, 2016, RST 3 drilling subcontractor, Environmental Field Services, Inc. (EFS),
cleared the proposed on-site temporary well point locations for subsurface utilities and then
installed three temporary well points. The temporary wells points were developed by EFS after
installation and left overnight to recharge and stabilize.

On December 14, 2016, RST 3 performed groundwater sampling at the Site. All three temporary
well points were individually purged of at least three well volumes prior to sample collection. The
groundwater samples were shipped to RST 3-procured laboratory for analysis. Refer to
Attachment D: Photographic Documentation Log.

6.0 Gamma Survey Methodology

The gamma survey instrument setup comprised of a Ludlum-2241 [Serial Number (No.): 201097]
with a Nal 3x3 scintillator [Model: 44-20 (Serial No.: PR269981)] attached. A baby buggy stroller
was utilized to provide mobility for the survey instrumentation setup. A Life-line Interoperable
Network Communicator (LINC) was attached and connected to the Ludlum-2241 which was
placed in the buggy. The Ludlum-2241 was connected via data cable to the Nal 3x3 scintillator
which was positioned in a sagging manner approximately 6 inches above the ground surface in the
bottom storage compartment of the buggy. A Trimble® Global Positioning System (GPS) unit,
laptop computer, and Gateway (internet source) were also placed on the buggy. The LINC, GPS
unit, and laptop computer, were connected to the internet via the Gateway. Gamma readings in
uR/hr were generated by the Ludlum-2241 setup and transmitted through the LINC via the
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Gateway to the VIPER system (a wireless network-based communication system). VIPER
provided instantaneous gamma readings through a computer server [Viper Deployment Manager
(VDM)]. The GPS unit provided geographical reference of the gamma readings by transmitting
the locational data of the Ludlum-2241 setup through the Gateway and VIPER to VDM. The
instantaneous gamma readings along with the geographical locations were viewed online on the
VDM webpage via the laptop computer screen. With the mobile setup, RST 3 conducted gamma
survey throughout both areas of interest, walking along predetermined paths with the buggy as
directed by the EPA OSC.

7.0 Temporary Well Point Installation and Groundwater Sampling Methodology

Prior to mobilizing to the Site, RST 3 contacted Dig Safely New York to conduct a subsurface
utility clearance within the ROW areas of the Site. In addition, prior to conducting any drilling
activities on-site, EFS cleared each proposed temporary well point location for subsurface utilities
using a ground penetrating radar (GPR). Based on the analytical results of the April 2016 soil
sampling event, prior soil boring locations C003-SB003, C003-SB008, and C003-SB010, were
selected by the EPA OSC to correspond with temporary well point locations TW-1, TW-2, and
TW-3, respectively. The temporary well points were installed by EFS after utilizing a Geoprobe™
(Model 7822DT) to advance borings to the desired depths. The construction of each temporary
well point consisted of a 10 foot 2-inch Schedule 40 polyvinyl chloride (PVC) screen (0.01 slot)
plugged at the base with a PVC cap, and a 5 foot 2-inch Schedule 40 PVC casing with at least a 1
foot riser. RST 3 documented the physical characteristics and description of the soils extracted in
each core from each boring location. After the temporary well points were installed, they were
purged and surged with a Whale pump to facilitate influx of fresh groundwater from the aquifer,
and then allowed to stabilize overnight. Prior to groundwater sampling the following day, H.
Stanley Johnson & CO, subcontractor to EFS, surveyed all the temporary well points in order to
document the top of casing (TOC) elevations and to provide the necessary information required to
determine flow direction and hydraulic gradient of groundwater at the Site.

Refer to Attachment A, Figure 2: April 2016 Gamma Survey and Soil Boring Location Map,
Figure 3: Soil Analytical Results Map (Radium-226), Figure 4: Temporary Well Point Location
Map, Attachment B, Table 1: Temporary Well Construction, Gauging, and Purging Information
Summary Table, Attachment D: Photographic Documentation Log, and Attachment E: Temporary
Well Construction Log.

Groundwater sampling was conducted by RST 3 in accordance with EPA’s Environmental
Response Team (ERT)/Scientific, Engineering, Response, and Analytical Services (SERAS)
contractor’s Standard Operating Procedure (SOP) Numbers (Nos.) 2001: General Field Sampling
and 2007: Groundwater Well Sampling. A Solinst water level meter was utilized by RST 3 to
record the water levels and total depths of the temporary well points prior to purging for sampling
purposes. Utilizing a non-dedicated submersible Grundfos pump fitted with Teflon™ tubing, RST
3 purged at least three well volumes from each temporary well prior to sample collection. Per the
EPA OSC’s directive, groundwater quality field parameters were not necessary, and therefore were
not recorded. Groundwater samples were collected directly from the dedicated Teflon™ tubing
utilized in purging each temporary well.

Decontamination of the non-dedicated submersible pump was performed before and after sampling
each temporary well point, and it involved scrubbing the pump exterior with an industrial soap
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(Alconox) and water, running the pump in a bucket of Alconox and water for 5 minutes, rinsing
the pump exterior with tap water, running the pump in a bucket of tap water, steam cleaning the
pump with deionized (DI) water, and air dry. A rinsate blank was collected to verify proper
decontamination of non-dedicated sampling equipment (i.e., submersible pump). Per the EPA
OSC’s directive, once the temporary well points were sampled, the investigation-derived waste
(IDW), including well development purge water, sampling purge water, and decontamination
fluids, were pumped back into each temporary well point. The boreholes were then backfilled in
reverse order with the extracted soil in the cores, tamped down, and sealed with bentonite.

All the groundwater samples were collected for definitive data and quality assurance/quality
(QA/QC) objectives. A field duplicate, additional sample volumes for matrix spike/matrix spike
duplicate (MS/MSD), and a rinsate blank were collected. All sample information was transcribed
into EPA’s SCRIBE database, an environmental data management system, from which sample
labels and chain of custody (COC) records were generated. All the samples were stored on ice in
a cooler and shipped to an RST 3-procured laboratory for analysis.

8.0  Laboratory Receiving Samples

The following laboratory was utilized during the December 2016 sampling event:

sotopic thorium, isotopic uranium, and other alpha
emitting actinides via HASL-300 Mcthod U-02; rddlum
226 (ingrowth) via EPA Method 903.1, radium-228 via
EPA Method 904.0, other gamma emitting radioisotopes
via gamma spectroscopy EPA Method 901.1, and gross
alpha/beta screening via EPA Method 900.0

Pace Analytical Services
1638 Roseytown Road, Suite 2,3 4
Greensburg PA 15601

Aqueous

9.0 Sample Collection and Dispatch Summary

On December 14, 2016, RST 3 collected a total of four groundwater samples, including one field
duplicate, and additional sample volumes for MS/MSD, from three temporary well points at
Property C003. RST 3 also collected one rinsate blank.

On December 14, 2016, RST 3 shipped a total of four groundwater samples, including one field
duplicate and additional sample volumes for MS/MSD and one rinsate blank under COC record
No. 2-121416-162810-0009 via Fedex Airbill No.: 8101-1945-2540 to PACE Analytical Services
Inc. (PACE) located in Greensburg, Pennsylvania for laboratory analysis. All the samples were
submitted for analysis of gross alpha and beta particles via EPA Method 900.0; isotopic thorium,
isotopic uranium, and other alpha emitting actinides via HASL-300 Method U-02; radium-226
(ingrowth) via EPA Method 903.1, radium-228 via EPA Method 904.0, and other gamma emitting
radioisotopes via gamma spectroscopy EPA Method 901.1. Refer to Attachment C: Chain of
Custody Record and FedEx Airbill.

10.0 Radiological Survey Results Summary

A non-intrusive ground radiological survey was conducted at Properties P0O06 and P0O07 to verify
if the aerial overflight information available to EPA was accurate. Background gamma readings
ranged from 17 to 20 kilo counts per minute (kcpm). Based on the results of the ground
radiological survey, gamma readings did not exceed 30 kcpm in both areas of interest, which is
below 2x background. Refer to Attachment A, Figure 5: December 2016 Gamma Survey Map.
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11.0  Groundwater Flow Direction and Analytical Results Summary

Based on groundwater elevation information, groundwater flows north at the Site with a hydraulic
gradient of 0.0077 feet per foot (ft/ft). Refer to Attachment A, Figure 6: Groundwater Contour
Map.

The validated analytical results of the groundwater samples collected during this sampling event
were compared with the calculated EPA Site-Specific Action Level (provided by EPA in April
2017) for target radioisotopes.

Based upon validated analytical results, the concentrations of gross alpha and gross beta particles
exceeded the Site-Specific Action Levels of 15 pCi/LL and 4 pCi/L, respectively, in all four
groundwater samples, including the field duplicate. Exceedance of gross alpha particles ranged
from 44.1 pCi/L in TW-2-01 to 109 pCi/L in TW-3-01, and exceedance of gross beta particles
ranged from 29.6 pCi/L in TW-2-01 to 202 pCv/L in TW-3-01.

Based upon validated analytical results, the concentration of Ra-226 exceeded the Site-Specific
Action Level of 5 pCv/L i two groundwater samples, (sample number and concentration in
parenthesis) TW-1-01 (7.18 pCi/L) and TW-3-01 (45.8 pCr/L), and the field duplicate TW-3-02
(315 pCi/L) of TW-3-01.

Based upon validated analytical results, the concentration of Ra-228 exceeded the Site-Specific
Action Level of 0.702 pCi/L in all four groundwater samples, including the field duplicate.
Exceedance of Ra-228 ranged from 1.14 pCi/L in TW-2-01 to 46.7 pCi/L in TW-3-02 (duplicate
of TW-3-01).

Based upon validated analytical results, the concentrations of at least two or more of the following
radionuclides, including bismuth-212, bismuth-214, lead-212, lead-214, Ra-224, and thallium-
208, exceeded the respective EPA Site-Specific Action levels in all four groundwater samples,
including the field duplicate.

Refer to Attachment A, Figure 7: Groundwater Analytical Results Map, Attachment B, Table 1:
Temporary Well Construction, Gauging, and Purging Information Summary Table, Table 2:
Validated Groundwater Analytical Results Summary Table - Radioisotopes, and Attachment F:
Data Validation Report.

/27 = i 5 e
Report prepared by: < < W@i oo 5/15/2017
Bernard Nwosu Date

RST 3 Site Project Manager

Report reviewed by: 5/15/2017
Timothy Benton Date

RST 3 Operations Leader
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ATTACHMENT A

Figure 1: Site Location Map

Figure 2: April 2016 Gamma Survey and Soil Boring Location Map
Figure 3: Soil Analytical Results Map (Radium-226)

Figure 4: Temporary Well Point Location Map

Figure 5: December 2016 Gamma Survey Map

Figure 6: Groundwater Contour Map

Figure 7: Groundwater Analytical Results Map
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Canadian Radium and Uranium Corp. Site
Mount Kisco, NY 10549
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Canadian Radium and U
Mount Kisco, NY 10549
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Legend Notes - B E W . Figure 6:
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Canadian Radium and Uranium Corp. Site
Mount Kisco, NY 10549
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ATTACHMENT B

Table 1: Temporary Well Construction, Gauging, and Purging Information Summary Table
Table 2: Validated Groundwater Analytical Results Summary Table - Radioisotopes
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Table 1: Temporary Well Construction, Gauging, and Purging Information Summary Table
Canadian Radium and Uranium Corp. Site
Mount Kisco, Westchester County, New York

December 13 and 14, 2016

Well Number

TW-1

TW-2

Well location (Latitude)

41712'44.84939"

41712'43.52507"

TW-3

41712'42.22776"

Well location (Longitude)

73°43'37.49893"

73°43'36.75453"

73°43'39.03325"

Well permit NA NA NA
Well diameter (inches) 2 2 2
Well construction (flush/stickup) stickup stickup stickup
Depth to bottom from TOC (ft) 15.10 16.12 16.73
Depth from TOC to TOS (ft) 5.10 6.12 6.73
Top of casing elevation (NAVD 88) (ft) 290.85 291.25 293.80
Ground elevation (NAVD 88) (f) 289.50 289.77 292.06
Top of screen elevation (NAVD 88) (ft) 285.75 285.13 287.07
tion (NAVD 88) (ft 285.49 286.08 287.85

G

Time gauged 8:27 8:30
Depth to water from TOC (ft) 5.17 5.95
Odor (Yes/No) Yes

- dine (k

Linear feet of water in well (estimate) (ft) 9.74 10.95 10.78
Water volume in well (estimate) (gal) 1.66 1.86 1.83
3 well volumes 4.97 5.58 5.50
Purge start time 9:05 10:00 10:45
Purge end time 9:18 10:09 11:47
Purge duration (minutes) 13 9 62

Total volume purged (gal) 5.0 5.6 5.0

Purge rate (gal/min) 0.38 0.62 0.08
Purge method (bailer/pump) pump pump pump
Time sampled 9:19 10:10 11:48

Notes:

NA - Not Applicable, TOC - Top of Casing, TOS - Top of Screen.

Well Volume Correction Factors (gallons per foot) for 2 inch well = 0.17.

NAVD 88 - North American Vertical Datum of 1988,
kepm - kilo counts per minute, ft - feet, gal - gallon, min - minute.
Gamma readings collected with Ludlum-2241+sodium iodide (Nal) 2x2 scintillator.

Page 1 of 1
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Table 2

Validated Groundwater Analytical Results Summary Table - Radicisotopes
Canadian Radium and Uranium Corp. Site

Mount Kisco, New York

December 2016

Location Number C003-SB003 C003-SB00S C003-SB010 Rinsate

RST 3 Sample Number

Sample Matrix Groundwater Groundwater Groundwater Groundwater DI Water

Sample Date 12/14/2016 12/14/2016 12/14/2016 12/14/2016

. Total Value Value .
Sample Result Qualifier Usncertainty Qualifier
.. Analysis -
Radioisotope Method FPASSAL
Gross Alpha EPA 900.0 15 725 275 441 108 e 312 %36 28.6 0.53 \ 0.34
Gross Beta EPA 900.0 4 185 243 285 5.91 28 40 197 40.7 -0.08 U 0.35
Actinium-228 EPA 901.1 9.18 0 uJ 12.7 0 ul 15.15 0 uJ 24.06 1.68 uJ 18.9 0 ul 15.36
Bismuth-212 EPA 901.1 15 87 I 4856 0 aJ 37.34 6.11 uJ 117.29 0 uJ 19.83 0 uJ 16.24
Bismuth-214 EPA 901.1 15 6.51 J 11.18 21648 I 61 3947 I 19.58 7738 1 1556 0 Ul 13.37
Cesium-137 EPA 901.1 123 -1.88 ul 54 -1.19 uJ 6.83 0.93 ul 8.22 1.73 uJ 4.59 0 Ul 1.15
Lead-210 EPA 901.1 15 157.39 uJ 1,984.5 0 uJ 2,431.7 0 uJ 289.13 0 ul 1,301.6 36.99 ul 391.48
Lead-212 EPA 901.1 15 8.78 I 16.7 137.25 1 49.85 11.65 J 10.97 9.61 | 6.3 0 ul 9.39
Lead-214 EPA 901.1 15 13.11 J 12.83 260,87 1 675 594 ] 19.15 60,28 I 1195 12.34 | 16.72
Potassium-40 EPA 901.1 29.7 11.29 uJ 53.78 22.57 uJ 77.23 0 ur 48.01 477 1 5101 0 aJ 48.01
Radium-224 EPA 901.1 13 0 uJ 42.49 90.78 uJ 150.19 156858 J 11585 0 uJ 29.44 -41.38 Ul 184.26
Radium-226 EPA 901.1 5 0 R 70.61 55 R 168.77 120.95 R 167.94 172.59 R 114.02 47.62 R 158.97
Radium-228 EPA 901.1 0.702 0 Ul 12.7 0 uJ 15.152 0 UJ 24.06 1.68 Ul 18.9 0 uJ 15.36
Thallium-208 EPA 901.1 4 561 I 421 0.69 aJ 7.46 0 uJ 2.65 1.37 uJ 4.94 2.62 uJ 6.26
Thorium-228 EPA 901.1 15 126.89 R 171.54 456.74 R 561.52 42.76 R 613.3 0 R 714.29 194.78 R 598.36
Thorium-230 EPA 901.1 15 -146.34 R 4.098.5 -556.08 R 6,459.8 1,102.8 R 2,944.5 -1,434.1 R 4,686.1 957.12 R 24264
Thorium-232 EPA 901.1 15 0 R 4,645.6 7,023.1 R 8,713.9 2,582.7 R 4,330.8 991.07 R 8,318.9 279.61 R 4,017.7
Thorium-234 EPA 901.1 135 103.57 uJ 398.94 0 uJ 494.72 0 uJ 132.57 0 uJ 234.56 0 uJ 151.23
Uranium-234 EPA 901.1 15 103.57 R 398.94 0 R 494.72 0 R 132.57 0 R 234.56 0 R 151.23
Uranium-235 EPA 901.1 15 0 R 17.91 13.95 R 55.7 17.15 R 49 0 R 19.14 0 R 28.75
Uranium-238 EPA 901.1 13 0 uJ 75.06 49.15 uJ 146.44 0 uJ 101.4 0 uUJ 103.74 45.49 uJ 122.67
Radium-226 EPA 903.1 5 T8 171 0.92 i 0.62 455 6.39 315 317 0.24 U 0.46
Radium-228 EPA 904.0 0.702 269 J 0.74 134 J 042 57 10.3 467 846 0.65 ] 0.3
Thorium-228 HSL-300 15 0.23 J 0.2 0.52 \ 0.26 0.25 I 0.2 04 J 0.23 0.3 \j 0.2
Thorium-230 HSL-300 15 0.3 J 0.2 0.24 J 0.17 323 \j 0.74 8.4 J 1.6 0.05 J 0.08
Thorium-232 HSL-300 15 0.13 I 0.11 0.31 \ 0.18 0.14 J 0.11 0.33 \j 0.18 0.02 U 0.08
Uranium-233/234 HSL-300 15 0.63 J 0.22 1.06 0.29 0.54 J 0.21 0.38 \j 0.16 0.16 \j 0.12
Uranium-235/236 HSL-300 15 0.11 \ 0.09 0.09 J 0.09 0.12 J 0.1 0.08 I 0.07 0.11 0.01
Uranium-238 HSL-300 15 0.34 \ 0.16 0.82 0.24 0.56 J 0.2 0.29 \ 0.14 0.15 0.1
Notes:
RST 3 - Removal Support Team 3.
U - Not detected, J - Estimated result.
R - Rejected result.
pCi/L - picocuries per liter.
'U.S. Environmental Protection Agency (EPA) Site-Specific Action Levels (SSAL) are presented in pCi/L.
EPA 900.0 - Gross Alpha/Beta.
EPA 901.1 - Gamma Spectroscopy.
EPA 903.1 - Radium-226 (ingrowth).
EPA 904.0 - Radium-228.
HSIL-300 - Actinides.
Yalues in ved equal ov exceed the HPA SRAL for the redpective radivisoiope.
Page 1 of 1
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ATTACHMENT C

Chain of Custody Record and FedEx Airbill
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30205674

Pageiof3
USERS CHAIN OF CUSTODY RECORD Beo: 2-121416.-182810.-0009
PateShinped: 12114730118 Cass ¥ 418 Lab: PACE Annlyiical Services

Corieet Mame: Bermard Nwosu
Contect Phone: S08-5688-2080

CarderNams; FadBx

Lab Conlach Justin Henglay
Lab Phone: 724-850-5800

Bipl-1945-254 @@;ZLJ

52 10 5p afeg

Lk ¥ | Bample# Sample Sample Sralyses Matrix Progorvative | Lab QO Mumb | Contalner Analytical Method
iata Time Cont
oo TW-1-01 1242018 | 0818 Garmms Spes {(EFA 801.1) Ground | HNO3Z pHsZ i1l polvbolils | EPA 8041
Waler
TW 1411 121142018 | 0518 Radium-238 (EPA 803.1) Ground | HNOS phe2 11 1L polyboltles | B84 8037
Walar
TW-1-31 1214402006 | 09:18 Fadium-228 (EPA 304.0) Groured | MNOJ3 pe2 1itlpolybolife | ERAS04D
Waler )
TW-1-031 121472048 1 0518 Cibhar Alpha Emitting Actinides | Ground | HNOZ pH=2 119 Lpolvbotile | HASL.-200/U-02
: Water
g; TW 11 121452048 | 0918 isolople Thortum & Urerdurs | Ground | MIND3 piie2 111 poly bottle | HASL.SDORL0D
Wiater
TW-2.014 1279420168 {1310 Gamma Spec (EPA 801.1) Groung | HNOIZ pH=2 1]t Lpolybotite | EPA S0 o
ool Water oo
TW-2-01 142018 110010 Redium-228 (EFA 303.1) Ground | HNOE pH=2 $i1lpolvbolils | EFA 031 :
Water
TW.2.31 12402098 {100 Hadlum-228 (EPA 804.00 Ground | HHNO3 p«? i1l polybotle |ERASN4O
Waler
TW-2.019 12142018 |10 isolople Thorum & Urarlure | Ground | HNOJ phi<3 1] 9L polybotile | HASL-200/U02
Water
& TW-2-014 1211443018 | 10910 Ciher Alpha Emitting Actinides | Ground | HNOS phisd 1 1Lpolybollls | MASL-30W/U-02
Watar
Spedial Instructions: Sample Analysls: Gamms Speclroscopy analvsls B includs; Re-228 fin-growth), Be-228, K-40, T-208, 8 AN BANSFERRED B
212, Bl-214, Pb-212, Pb-214, Ra-226, Ru-228, Th-234, U-2328, Pb-210, B-210, Emall resulls o s.sumbalvwestonsoluions tom ES TRANSFE ROM
and banswwosu@vwasinsoiuions.com CHAIN OGP CUBTODY R
Hemalflseson | Felinguished by (Slgnatue and Organization) Daled Time Recelved by [Blgnaiure and Organleation) DalefTima Sample Condition Upon Reosipt
ELT2 )k |\ K diw 2150 1] Gend

WO#:30205674

ABARETE
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05674

Paga 3ol 3
USERA CHAM OF CUSTODY RECORD Bo: 2.121418-182810-0008
DateShipped: 12/14/2016 Casa ¥ 418 Lab: PACE Anslyical Services
Carrdarh Contact Nome: Bomerd Nwosu Lab Cordact: Jusiin Hensley

ArsiiNg: gloi-1945-2540 @ Contact Phone: S08.565.2080 Lab Phone: 724-850-5600

labg | Sampled Bample Sampls Anslyses HMalrix Prasarvative | Lebh 00 Murnb | Contalnar Analyticel Method
Date Thme Lont
pobeb%) TW.3-01 211402018 | 1948 Gemms Spec (ERA 801.1) Groung | HNO3 pH<Z N 1{1Lpolybotile | EPABELY 803,004,
ous Walsr
TW.3-04 1201472098 | 1148 Radium-228 (EPA 803,9) Grand T HRNO3pHe2 1Y 211 Lpolybolife | EPABDSY
Wastor
TW-381 12942018 | 1148 Radium-228 (EPA 304.0) Ground [ HNDIpH<2 | Y 2itipoiybottle | EPASD4D
. Wibar
TW-3-01 129402016 | 1148 Other Alphs Ervitling Aclinides | Ground  [HNOIpH<2 | N 11 1L polvhotlie | HASL-300/J-02
Water
& | TW-3-01 129472046 | 1148 lsctople Thorium & Uranium Sround | HNO3pHe2 Y 211Lpolybotile | HASL 3002
Waler
TW-302 1242098 1230 Gamma Spec (EPA 801.1) Ground | HNOIpH=2 N 11 ilpolvboltle | EPABNIY
&k Watar ook
TW.3-02 12412018 | 12:30 Rewhiur-228 (EPA 803,13 Ground | HNOJIpH<2 N 1i1Lpolyvbollls { EPA OSN3
Water
W33 1211472048 [ 12:80 Radium-228 (EPA 804.0) Ground (HNO3pH<Z | M 11ilpolvboltls | EPABI4D
Water
TW-3-02 12f14208 [ 12:30 Other Alpha Emitiing Actinides | Ground | HNOS pide2 | N 111 Lpolvholile | HASL-300AD2
Watar
W | TRL302 12482048 1230 fsstopie Thorum & Umnium Grownd | HNO3pH<? |8 111 Lpolyboliie | HASL-300M.02 \iy
Water
Bpeciel Inskuctions: Sampls Analysls: Summa Spectroscopy analysls to include: Re-228 (In-growinl, Ra-228, K490, Th208, Bl SAMPLES TRANSFERRED FROM
217, Bi-214, Pb-212, Pb-214, Re-228, Ra-238, Th-234, U235, Ph-210, BL210. Emedl resulis o s.sumbsl@wesionsolutions.com N F
and benrwosu@wesionsolutions.com CHAIN OF CUSTODY 2
ftemw/Rengon | Relinguished by (Signature and Organdzation) Date/Time Recelved by {Signeturs snd Crgenizetion) Datef Time Sample Condition Upon Raceipt
g . \ -
A KT3I )il e iy 150 15l Greod

67 {0 gz sbey
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82 jo LT elieg

Pagan3ofd
USEPA

DataShippad: 12114/2018

g 1011245 -2540(5)

CHAIN OF CUBTODY RECORD
Case & 418
Contact Name: Bemerd Nwosy
Contact Phone: S08-585-2080

30205674

Mo: 2-121416-162810-0009

Laty PACE Analyiical Services

Lab Contact: Justin Hensley
fab Phone: 724-880-8800

ilab# | Bample d Sampls Samnple Anslysey BMatrix Fressrvaiive | Lab RE Humb | Conteingr Analvtical Bathod
Dinte Time Gont
- RE-121418 12f14/2048 | 1245 CGarrama Spec (EPA 2049} Bround | HNO3 pH<2 | N 119 Lpolvbollie | EPASDLY
eyl Watsr
RB-121418 12044520148 1248 Radium-226 (EFA 803.1) Ground | MNO3I pM<Z [ H 11 1Lpolybollle | EPABLS
; Water .
RB-121418 1214452018 12:45 Radium-228 (EPA 804.0) Ground [HNOIpH=2 [N 111 Lpolybotile | EPASIG
Water .
RE-121418 2420 | 1248 sctopie Thotium & Uranlum | Ground | HNOZ pl=Z [N 111L poly botte | HASL-300/U-02
: Watey .
¥ RB-121418 12114018 | 1248 {her Alpha Emiliing Actinides | Ground | HNO3 pH=2 | N 11 1Lpolybotile | HASL-300/5-02
Walar
MM
oocnorn e
BT va—
i " ’W
P
T
MM
P
P
Spaal instructions: Sempls Analysie: Gamme Bpeciroscopy analysls o include: Re-238 {in-growih), Re-238, K-40, TL-208, 8L
212, 8244, Ph-242, PL-Z14, Re-228, Ra-228, Th-234, U-238, Ph-210, BL-210. Bmall resulls b s.sumbshiBwestonsolutions.com SAMPLES TRANSFERRED FROM
and bannwosuBwestonsolutions.oom CHAIN OF CUBTODY 2
Heme/Reason Relinguished by (Signeturs and Orpantzation) Date/Time Recslved by {Signsture and Organization) Diate/Thne Sampls Condition Lipon Recsipt
tnanA e T3 |12l | S i 21510 | Greoyd

Y

ED_006395_00001618-00027



Package
mem gjﬁ fﬁff bill

1 Feown Pleses e
s 422 }M W e 4§23

=2 £L03 1845 2540
13
oonet 7 OB SEC- 2980

i Firat Ovarmight
mwsmmmmmhm&mem

W&a Priority Duamight

T Dy s, lnc, Santi 20 o

s 1090 _1ne Geowges Posd Lol - ¢ EadE Sundand D
Yy W Tt P

& Bwprocs Pockege Borvion st

m Falbs May A8
Bsaarsl fngginen SSEEY
Sonrtey Defeary MY soalite.

{; Mﬁxfmﬁm Saver
smmmmmmm

;E:"M}?Eﬁm s AT g 0%g3 7

5 Packaging oot et s

R ‘ Dl (S iR D
§ iﬂﬁ?mgﬁﬁﬁg *0 DOUDD. o). pAT R0 R > -
3 § Specis] Homdling sed Delivery Blgootuse Bptons sesser e soets fols Sovte i
0t
M : ﬁwﬁ%ﬁﬁ %'%‘Q“ﬂ 5 @*@? mﬁﬂm?;zq gﬁﬁ gzm 1 m%%mwsmm%m LN -
indiraed Sinatues
Na Sﬁwm Raustrod et Swamm Boop o s
o P02 fna @f&iwﬁ Sexviaas Dl Jesisse- DEzsaes
e thie aisipmans pontely datgen goedst
Wmaj&gg ﬁ@gﬁ"?%%ﬁﬂ ﬁ@mﬁ n;»mmmmm
Wi e Aptonts 40 (. BoRes 0 T8, TP SIS, (i)
Saturday w”m R TR - O WG S
Sddsoes gm &23 gx w SRS g - i e sosetnt FoctEe Bovoles i {7 g Alrernt Doby
T B Sy o 2 SO TCatints OGBS BF o0 ¢ BRunetin o oo WSifpeg 2eRVSS.

T Paymont Bife
P

s PA__ze _
Sorit .
LGN [ Recipient

oy LAvEeng éfm*f’f?

Bhshoor oy s, B, 30 ool o B BB, -vovecneene,
Lol Tidpany 7} CodBed 1] Costviheck

‘GRGBAH HORGA BHCEIYALYY BHE G4 DREHEY FREEE A0 SIAL HIVIRY UNY T

b pheig 0723 5 40 5
ToimParknges  TiWeighe et Dl Valos!
B % =
Fihdty s S o408 el o dghon vabon. Bon Ssch e dhneds, B haing thie wtlvo
ot v s . R &3 &% 3\'%

Tone. Badg A°HS @ et FASHERT o H0RND-2900Y Vasibn w PRASELER O LE S5, DA RS

ED_006395_00001618-00028



ATTACHMENT D

Photographic Documentation Log

ED_006395_00001618-00029



Photographic Documentation Log
Canadian Radium and Uranium Corp. Site
Mount Kisco, Westchester County, New York
December 12 through 14, 2016

Photograph 1: Weston Solutions, Inc., Removal Support Team 3 (RST 3)
personnel conducting gamma survey at the parking lot immediately adjacent to the
Site on the eastern side of the railroad tracks and fronting on North Moger Avenue
(Property C007) using a Ludlum-2241 Scaler Ratemeter with sodium iodide (Nal)
3x3 scintillator attachment. A baby buggy stroller was utilized to provide mobility
for the survey instrumentation sety]

Photograph 2: Prior to conducting any drilling activities on-site, RST 3 drilling
subcontractor, Environmental Field Services, Inc. (EFS), cleared each proposed
temporary well point location for subsurface utilities using a ground penetrating
radar (GPR).

Page 1 of 5
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Photographic Documentation Log
Canadian Radium and Uranium Corp. Site
Mount Kisco, Westchester County, New York
December 12 through 14, 2016

Photograph 3: EFS installed the temporary well points using a Geoprobe™
(Model 7822DT) to advance borings to the desired depths.

Photograph 4: The construction of each temporary well point consisted of a 10
foot 2-inch Schedule 40 polyvinyl chloride (PVC) screen (0.01 slot) plugged at the
base with a PVC cap, and a 5 foot 2-inch Schedule 40 PVC casing with at least a 1
foot riser.

Page 2 of 5

ED_006395_00001618-00031



Photographic Documentation Log
Canadian Radium and Uranium Corp. Site
Mount Kisco, Westchester County, New York
December 12 through 14, 2016

Photograph S: After the temporary well points were installed, they were purged
and surged with a Whale pump to facilitate influx of fresh groundwater from the
aquifer, and then allowed to stabilize overnight.

Photograph 6: A Solinst water level meter was utilized by RST 3 to record the
water levels and total depths of the temporary well points prior to purging for
sampling purposes. Utilizing a non-dedicated submersible Grundfos pump fitted
with Teflon™ tubing, RST 3 purged at least three well volumes from each
temporary well prior to sample collection.

Page 3 of 5
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Photographic Documentation Log
Canadian Radium and Uranium Corp. Site
Mount Kisco, Westchester County, New York
December 12 through 14, 2016

Photograph 7: Decontamination of the non-dedicated submersible pump was
performed before and after sampling each temporary well point, and it involved
scrubbing the pump exterior with an industrial soap (Alconox) and water, running
the pump in a bucket of Alconox and water for 5 minutes, rinsing the pump
exterior with tap water, running the pump in a bucket of tap water, steam cleaning
the pump with deionized (DI) water, and air dry.

Photograph 8: RST 3 documented the physical characteristics and description of
the soils extracted in each core from each boring location

Page 4 of 5
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Photographic Documentation Log
Canadian Radium and Uranium Corp. Site
Mount Kisco, Westchester County, New York
December 12 through 14, 2016

Photograph 9: RST 3 collected groundwater samples directly from the dedicated
Teflon™ tubing utilized to purge cach temporary well.

o
Photograph 10: Per the EPA OSC’s directive, once the temporary well points
were sampled, the investigation-derived waste (IDW), including well development
purge water, sampling purge water, and decontamination fluid, were pumped back
into each temporary well point. The borcholes were then backfilled in reverse
order with the extracted soil in the cores, tamped down, and sealed with bentonite.

Page 5 of 5
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TEMPORARY WELL CONSTRUCTION LOG

Well No. T Drilling Location: Project/Client; Fumoval Assess TDD No.:
Boring No. COOL-SB003  |{Canadian Radium and Uranium Corp. She Site Contact: Barnard MNwosi TO-LOO7-0023
Contractor: Environmental Fleld Serviess, ino. (B Site Location: Background Gamma:
Crew: Date: 12032018 | 105 Wisco Avenue, Maunt Ki st Dounty, New York 1. 20 kepn
Tom Wysoskd and Doug Time Start:  13.30 Weather: Ground Elevation (NAVD 88): A5 50
Drill Method: Divect Push Time End: Logged By: TOC Elevation (NAVD 88): 290,85
Equipment Type: Ceoprobe Maodel 782207 Well Location: Notes:
Recovery |Sample No.| Blow Gamma | Depth i i . |Latitude: 4191244 483" Groundwaler gauged on 12/142816
o : Soil Details | |Well Details
% ft.in. | /Depth | Counts | (kepm) | (feet) Longitude: TIATET 49803
Casing stickup = 1.35 feet above ground surface (ags)
0 0 - 5 feet: Asphalt (2 inches), brown angular SAND and fill, black at bottom
1
2
50%
3
4
Depth to water from top of casing = 5.36 feet
5 LS 5 - 8 feet: Grey silty SAND, wet
6
& 7
50% !
©
8
9
9.5 - 10 feet: Brown peat
10 10 - 15 feet: Light grey silty SAND, wet, some clay
11
12
60%
13
“—— |End of well construction @ 13.75 feet below ground surface (bgs)
14 Total Well depth (screen + casing + casing stickup) = 15.1 feet
15 End of Boring @ 15 feet bgs
Well Construction il Characterization
Asphalt Transitional Material Well Depth: Well Dia. (ODj: Auger Dia. (OD):
Casing Screen length: 1 feat Casing length: Locked: NA
Screen Screen size: G100 giot Casing stickup: aga Grout: M
Sand Pack Sand pack length: NA Casing Type: Sohesile 40 PYC [Bentonite: REN
Bentonite Sand pack Type: M& Sceen Type: cdule A0 PYC
Grout A Heterogeneous Mixture Comments:
@Casing stickup Fill Material 1090 King Georges Post Road, Edison, New Jersey
Depth to Groundwater phone: (732) 585-4400 Fax: (732) 225-7037
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TEMPORARY WELL CONSTRUCTION LOG

Well No. TW.D Drilling Location: Project/Client: Femoval Assessmaniil S, EPA TDD No.:
Boring No. COOL-SB0E  |Canadian Radium and Uranium Corp. She Site Contact: Bernard Mwos TO-LOO7-0023
Contractor: Environmentad Fleld Senviess, e, (EFE) Site Location: Background Gamma:
Crew: Date: 42isize1s | 105 Kisco Avenus, Mount Kison, Wesichsstar County, New York 1Y e 20 Kepr
Tom Wysookd and Doug | Time Start: 1130 Weather: Supmyy, 34°F Ground Elevation (NAVD 88): 2A8.77
Drill Method: Divect Push Time End: 1233 Logged By: Kathnn Donotiie TOC Elevation (NAVD 88): 291.25
Equipment Type: Ceoprobe Maodel 782207 Well Location: Notes:
Latitude: 4191 243 BR80T Groundwaier gauged on 12142018
GRecove.ry Sample No. | Blow Gamma | Depth Soit Details | |Well Details
% ft. in. / Depth Counts | (kepm) | (feet) Longitude: TA IR -
Casing stickup = 1.48 feet above ground surface (ags)
0 0 - 1 feet: Asphalt, fill, concrete
1 1 - 5 feet: Black coarse SAND, fill, concrete, hydrocarbon odor at 2.5 to 5 feet
2
50%
3
4
Depth to water from top of casing = 5.17 feet
5 5 - 6 feet: Black coarse SAND, some peat at bottom
6 6 - 7 feet: Grey silty SAND, trace clay
2 7 7 - 10 feet: Grey CLAY
70% . - eet: Grey
s
8
9
10 10 - 15 feet: Light grey silty sandy CLAY
11
12
80%
13
End of well construction @ 14.64 feet below ground surface (bgs)
14 Total Well depth (screen + casing + casing stickup) = 16.12 feet
g
15 End of Boring @ 15 feet bgs

Well Construction

Sail Characterization

Asphait Transitional Material
Casing Primarily Sand
Screen Primarily Silt

Sand Pack

Bentonite
Grout

@Casing stickup

Depth to Groundwater

Fill Material

Heterogeneous Mixture

Well Depth: Well Dia. (OD): Auger Dia. (OD):
Screen length: i3 fent Casing length: Locked: NA
Screen size: 210 it Casing stickup: Grout: M&
Sand pack length: MNA Casing Type: {e 40 FVC (Bentonite: BA
Sand pack Type: ™& Sceen Type: PO

Comments:

1090 King Georges Post Road, Edison, New Jersey

phone: (732) 585-4400 Fax: (732) 225-7037
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TEMPORARY WELL CONSTRUCTION LOG

Well No. T3 Drilling Location: Project/Client; Fumoval Assess TDD No.:
Boring No. Canadian Radium and Urenium Corp. Sie Site Contact: Barnard MNwosi TO-LOO7-0023
Contractor: Environmental Field Sendess, Ina { 3 Site Location: Background Gamma:
Crew: Date: 42isize1s | 105 Kisco Avenus, Mount Kison, Wesichsstar County, New York 1Y e 20 Kepr
Tom Wysoaki and Douyg Time Start: 13:3¢ Weather: Sunny, 34°F Ground Elevation (NAVD 88): U306
Drill Method: Divect Push Time End: 1404 Logged By: Kathnn Donotiie TOC Elevation (NAVD 88): 293,80
Equipment Type: Ceoprobe Maodel 782207 Well Location: Notes:
Latitude: 151283 PRTTE” Groundwaler gauged on 12/142816
GRecove.ry Sample No. | Blow Gamma | Depth Soit Details | |Well Details atitudge 4 =
% ft. in. / Depth Counts | (kepm) | (feet) Longitude: TARAB AL 053
Casing stickup = 1.74 feet above ground surface (ags)
0 0 - 2 feet: Asphalt (2 inches), crushed concrete
1
70% 2 2 - 3 feet: Brown coarse SAND, gravel, and crushed concrete
0
3 3 - 4 feet: Brown medium SAND, some gravel and concrete
4 4 - 5 feet: Grey medium to coarse SAND, 3 inches of wood chips at 30 kepm
5
Depth to water from top of casing = 5.95 feet
6 6 - 7 feet: Dark brown coarse SAND and dark grey gravel, wet
e 7 7 - 10 feet. Greenish grey SILT
90% . - eet: Greenish grey
©
8
9
10 10 - 12 feet: Light grey silty SAND
11
12 . .
80% 12 - 15 feet: Grey yellow SILT
13
End of well construction @ 14.99 feet below ground surface (bgs)
14 Total Well depth (screen + casing + casing stickup) = 16.73 feet
15 End of Boring @ 15 feet bgs
Well Construction

Asphait
Casing

Screen
Sand Pack

Bentonite
Grout

@Casing stickup

Depth to Groundwater

il Characterization
Transitional Material

i Heterogeneous Mixture

Fill Material

Well Depth: Well Dia. (OD): Auger Dia. (OD):
Screen length: i3 fent Casing length: 408 feat bys Locked: NA
Screen size: 210 it Casing stickup: ays Grout: M&
Sand pack length: MNA Casing Type: Sohedule 40 BVC  {Benfonite: BA
Sand pack Type: M& Sceen Type: cule 40 PYC

Comments:

1090 King Georges Post Road, Edison, New Jersey
phone: (732) 585-4400 Fax: (732) 225-7037
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Data Validation Report
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DATE: February 13, 2017

SUBJECT: Radiochemical data validation for Pace Analytical, data package 30205674 in regards to
Canadian Radium Site, Mount Kisco, West Chester County, New York, revision 0

FROM: Rick Haaker; CHP, CIH, Chemist
?{ F‘ f"‘i L’:u?u?’iﬁ"”‘—«""

TO: Daniel Gaughan USEPA On-Scene Coordinator

Bermard Nwosu, Weston Solutions RST 3 Site Project Manager
DCN: RST3-03-F-0052, Revision 0

Associated TDD:  TO-0007-0014
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1 OVERVIEW

This report addresses the following data packages that were analyzed by Pace Analytical Laboratories
in Greensburg, PA.

Table 1: Chain of Custody No. and Pace Internal Work Order No.

Pace Internal Work Order # Chain of Custody #

30285674 2-121416-162816-0009

The analytes (isotopes) that were reported and the methods used are provided in the following table.

Table 2: Isotopes Reported and Analytical Methods.

Method Description Isotope

HSL-36@ | Alpha Thorium-228, Thorium-23@, Thorium-232, U-
Spectroscopy 233/234, U-235/236, Uranium-238

EPA Gamma Actinium-228,Americium-241,Bismuth-

991.1 Spectroscopy 212,Bismuth-214,Cesium-137,Cobalt-60,Lead-

210,lead-212,Lead-214,Potassium-40,Radium-
224 ,Radium-226,Radium-228,Thallium-

208, Thorium-228,Thorium-238, Thorium-
232,Thorium-234,Uranium-234,Uranium-
235,Uranium-238.

EPA Radium-226 in Radium-226
903.1 Drinking Water
EPA Radium-228 in Radium-228
904.0 Drinking Water
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EPA Gross Alpha Radium-228
960.0 /Gross Beta in
water

2 INTRODUCTION

Five water samples were collected at the site on December 14, 2016. The following tables provide
information on which samples were analyzed by the various analytical methods. The samples were
submitted under one “Chain of Custody.” Pace Analytical reported the results in a brief pdf format
data report. Each report provided analytical results, chain of custody, case narrative, but no raw data.
An electronic data deliverables (EDD) was provided, which contained analytical results as well as
information that was useful in assigning data qualifiers in a readily accessible format.

The radio-analytical data were validated to Multi-Agency Radiological Laboratory Analytical Protocols
Manual (MARLAP) Chapter 8 - Radiochemical Data Verification and Validation'and the requirements
of the quality assurance project plan (QAPP).2 The depth of the validation was necessarily limited
because Derived Concentration Guidelines (DCGL), and some specific data performance requirements
have not been designated.

2.1 DATA VALIDATION PRECAUTIONS AND LIMITATIONS

It should be noted that this technical report describes method validation and is not intended to
provide guidance for validation of overall program/project objectives and requirements. Project
validation is generally performed by project management personnel and involves a comprehensive
review of all aspects (and objectives) of a sampling and analysis project. The samples having a client ID
that begins with “RB” are rinse blanks.

Table 3: Cross Reference of Weston sample 1D (ClientID) and Laboratory Internal ID (InternaliD).

YRB—121416 30205674007 TW-3-01 30205674003

TwW-1-01 30205674001 TW-3-02 30205674006
TW-2-01 30205674002

2.2 Chain of Custody Remarks

Sample shipments to Pace Analytical observed normal chain of custody and sample preservation
procedures and no exceptions were noted.

No data qualifiers were assigned on the basis of these chain of custody discrepancies.

T Multi-Agency Radiological Laboratory Analytical Protocols Manual, Volume |, NUREG-1576, EPA 402-B-04-001A,
NTIS PB2004-105421, July 2004,

2 SITE-SPECIFIC UFP QUALITY ASSURANCE PROJECT PLAN NIAGARA FALLS BOULEVARD SITE, NIAGARA FALLS,
NIAGARA COUNTY, NEW YORK, DC No.: RST3-02-D-0033, TDD No.: TO-0006-0061. AUGUST 2015.

v
Ve
E

s
et
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3 DATA QUALIFIERS

Final Data qualifiers are codes placed on an analytical result that alert data users to the validator’s
concern about the result. These qualifiers may be summarized as U, J, R, or Q in the final validation
report.

None the analysis was performed and radioactivity was detected. The result is statistically positive
at the 95% confidence level, above the critical level and above the MDC. The radionuclide is
considered to be present in the sample.

U A normal, not detected (< critical value) result.

uJ The analyte was not detected, but the required MDA was not attained. A number of specific
problems also resulted in assignment of a J qualifier where results were more uncertain than usual.

Q A reported combined standard uncertainty, which exceeds the project’s required method
uncertainty. {In this report Q was only used as an intermediate or preliminary qualifier.)

J An unusually uncertain or estimated result.
R A rejected result: the problems {(quantitative or qualitative) are so severe that the data cannot
be used.

The data validator should be aware that a data qualifier or a set of qualifiers does not apply to all
similar data. The data validator should incorporate the project MQOs into the testing and qualifying
decision-making process.

During the data validation process the data validator may use additional qualifiers based on QC
sample results and acceptance criteria. The final validation reports should also include a summary of
QC sample performance for use by the data assessor. Intermediate or preliminary qualifiers, such as
‘S’, ‘B’ or ‘P’ are assigned on the basis of QC sample performance and these are taken into
consideration in assignment of a final qualifier to an analytical result.

E An “E*” means that something is hon-compliant with a MARLAP requirement, or is typically
provided but is absent from the package, or cannot be determined from the information provided.
The * is a second alphabetic character that describes the particular aspect of the data issue. For
example, “EA” represents a result for which no aliquot information is provided. An intermediate “E*”
qualifier may not be based on a QAPP requirement, and by itself does not lead to assignment of a final
qualifier.

J1+ A result for a sample whose associated blank contained detected activity above the critical
level and the result for the sample was less than 5 times the result for the blank.

S A result with a related spike result (laboratory control sample [LCS], matrix spike [MS] or
matrix spike duplicate [MSD]) that is outside the control limit for recovery (%R); S+ or S- used to
indicate high or low recovery.

P A result with an associated replicate result that exceeds the control limit.

P1 A result for a particular analyte and sample that has associated with it a relatively poorly
performing pair of field replicates, which have a duplicate error ratio between 1.96 and 2.58.

PP1 A result for a particular analyte and sample that has associated with it a poorly performing
pair of field replicates, which have a duplicate error ratio greater than 2.58.

5]°

i
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B A result with associated blank result, which is outside the control limit, B+ or B- used to

indicate high or low results.

M An alpha spectroscopy result whose alpha spectra clearly appear to be affected by mass
attenuation resulting in loss of counts from regions of interest.

The logic for mapping preliminary data qualifiers to final data qualifiers is provided in the next table.
Each sample result has only one final data qualifier, but may have several preliminary or intermediate
data qualifiers that represent aspects of data quality. Sixteen intermediate data qualifiers, each
delimited by a comma, are given in the final table in a column entitled “Intermediate Qualifier

Summary”in the following order:

e Blank Qualifier
e Spike Qualifier

e |ntermediate Detection Qualifier

e Field Duplicate Qualifier

e Lab Duplicate Qualifier

¢ Rinse Blank Qualifier

e Tracer Recovery Qualifier
e Mass Attenuation Qualifier
e Aliquot Qualifier

¢ Ingrowth Qualifier

e Detector Tracking Qualifier
e  NIST Qualifier

e Efficiency Qualifier

¢ Resolution Qualifier

e Mass Attenuation Qualifier
e Count Time Qualifier.

Table 4; Preliminary (intermediate) and final data qualificrs for this datasct.

Intermediate Qualifier Summary

Final
Qualifier

IIIIIIIEMIEAIIETIENIIIEMIEC

Intermediate Qualifier Summary

Final
Qualifier

1 IIIIIIIEAIIETIENIIERIIEC

J

IIIIII'EMIEAIIETIENI:'ERIEMIEC

I:':'II‘J+IIEM:'EAI:'ETIENIIIEMIEC

J

)
IS:'IIIIIIEAI‘JI ETI ENII ERII EC
.S, EMLEAET,EN,,ER,EM,EC

000+, EMLEAET,EN, ER,EM,EC

P1,,,EM,EA, ET,EN, ER,EM,EC

ISIIII‘]+III EAIIETIENIIERIIEC

,,P1,,)+, EM,EA, ET,EN, ER,EM,EC

ISIIIIJ+III EAIJIETIENIIERIIEC

,S,,,04,,EMLEA, ET,EN, ER,EM,EC

,,PP1L,,,, EM,EA,,ET,EN,,, EM,EC

PP1, )+, EM,EA, ETEN,,EM,EC

ISIIPP]"IIIII EAII ETIENIIERIIEC

S,,PP1,,, EM,EA, ET,EN,,ER,EM,EC

II‘JIIIIIEMIEAII ETIENIIIEMIEC

40, EMLEA, ET,EN,,ER,EM,EC
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intermediate Qualifier Summary Q:Iar:i?:er Intermediate Qualifier Summary QL‘:IarI‘i?iIer
,S,R,,.J+,,,EA,ET,EN,,ER,,EC R B+,S,J,,,,,EALET,EN,ER,,EC J
,S,U,,,,,EM,EA,,ET,EN,,ER, EM,EC U B+,S,R,,,,.,EA,ET,EN,,ER,,EC R
,5,Ul,,,,.,EALET,EN,ER,,EC Ul B+,S,R,,,,.,EA,ET,EN,,R,,EC R
,5,U,,,J+,,,EA, ET,EN,,ER,,EC Ul B+,S,R,,J+,,,EA,ET,EN,,ER,,EC R
,S,Ul,PPL,,,,,EA, ET,EN,,ER,,EC Ul B+,S,R,,J+,,,EA,ET,EN,,R, EC R
B+,,,,,,EM,EA, ET,EN,, EM,EC J B+,S,Ul,,,.,,EA,ET,EN,,ER,,EC Ul
B+,,,,.J+,EM,EA, ET,EN,, EM,EC J B+,S,Ul,,,,,, EALLET,EN,,ER, EC uJ
B+,S,,,,,,,EA, ET,EN,,ER,,EC J B+,S,Ul,,,J+,,,EA,ET,EN,,ER,,EC ul
B+,S,,,4+,,, EALLET,EN,,ER,,EC J B+,S,UJ,PP1,,,,,EA,ET,EN,,ER,,EC uj
B+,S,1,,,,,,EA, ET,EN,,ER,,EC J

Equations

The following equations are frequently used to compare the performance of pairs of aliquots that
were drawn from the same sample.

4.1 Duplicate error ratio

The duplicate error ratio is the relative error in a pair of measurements and takes into account the
measurement results, Ma and Mb, as well as the standard errors associated with the measurements,

25a and 2Sh.

By convention, laboratories report analytical errors as 2 times the standard deviation, 2 Sa and 2 Sb. If
Ma and Mb are results from duplicate aliquots that were taken from a homogeneous sample, then
95% of the time the DER is expected to be less than 1.96 and 99% percent of the time it is expected to
be less than 2.58.

Abs(Ma — Mb)

DER = 2 x
V(2 Sa)? + (2 Sh)?

4.2 Relative Percent Difference

The relative percent difference (RPctD) is a measure of consistency of measured concentration
between two aliquots of a sample.
Abs(Ma — Mb)

RPctD = 200% X
¢ hX T b

4.3 Matrix Spike Percent Difference

Spike Result — Unspiked Result
Spike

MSPctD = 100% x

i
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4.4 Matrix Spike Normalized Difference

Spike Result — Unspiked Result — Spike

MSND = 2 X
((2 SSpike Result)2 + (2 SUnSpiked Result‘)2 + (2 SSpike }2esultf)2)0'5

Ninety-five percent of the time the absolute value of the matrix spike normalized difference is
expected to be less than 1.96, and 99% of the time it should be less than 2.58.

SAMPLE HANDLING AND ANALYSIS EVALUATION

This section contains the technical review comments describing the findings and observations for each
of the main verification and validation parameters described in MARLAP Chapter 8 - Radiochemical
Data Verification and Validation.

5.1  Sample Descriptors (MARLAP 8.5.1.1)

Each sample should have a unique identification code that can be cross-referenced to a unique
laboratory identification number.

Discussion

The laboratory identification numbers were listed in the cover page/case narrative in the data
packages along with client ID numbers for all field samples.

No data qualifiers were assigned on sample descriptors.
5.2 Aliguot Size (MARLAP 8.5.1.2)

The aliquot or sample size used for analysis should be documented so that it can be checked when
reviewing calculations, examining dilution factors or analyzing any data that requires aliquant as an
input. It is also imperative that the appropriate unit (liter, kilogram, etc.) is assigned to the aliquant.

Discussion
The aliquot sizes as well as its units were not provided in the laboratory data packages or the EDD.

According to MARLAP, a data verifier would normally flag all of the results that are missing an aliquot
size with an “EA,” meaning that something about the sample result is non-compliant, and the data
validator would flag such results with a ‘}'. Since the aliquot size and other raw data is not provided, it
is not possible to actually verify that the results are correct, should a person wish to actually do so.

No data qualifiers were assigned on this basis because there is no stated requirement in the QAPP.

5.3 Dates of Sample Collection, Preparation, and Analysis (MARLAP 8.5.1.3)

The analytical data package should report date of sampling, preparation, and analysis. These data are
used to calculate radiological holding times, some of which may be specified in the Field Sampling
Plan.

Discussion

Data were provided and the holding time requirements (i.e. <6 months) were met for every analysis in
the data package. No issues of this type were recognized and no qualifiers were assigned on the basis
of holding time exceedances.
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EPA Method 901.1 requires an ingrowth time on the order of 21 days to ensure that radon-222 is in
secular equilibrium with radium-226 before the sample is counted. This ingrowth time begins on the
day the sample is prepared and sealed into a container and ends when the sample is counted in a
gamma spectrometer. The sample preparation /sealed date is not provided for gamma spec samples
in the pdf report or in the EDD.

Since the ingrowth time is not stated, the reported concentrations of lead-214 and bismuth-214 are
more uncertain than usual and possibly could have a high or a low bias. Lead and bismuth-214 results
were assigned a “J” intermediate qualifier based on professional judgement and EPA method 901.1.

5.4 Preservation (MARLAP 8.5.1.4)

Appropriate preservation is dependent upon analyte and matrix and should be defined in sampling
and analysis documentation. These requirements are stated in the draft QAPP, Worksheet 19.

Discussion

The Draft QAPP states that no sample preservation is required for soil samples. It also states that
aqueous samples, such as rinse blanks, are to be preserved by cooling to 4 C.

Overall, it appears that the preservation conditions were consistent with QAPP requirements for the
samples. No qualifiers were assigned on this basis.

5.5 Tracking (MARLAP 8.5.1.5)
Each analytical result should be linked to the instrument or detector on which it was counted.
Discussion

The detectors that were used for a particular sample could not be surmised from the information
provided in the data packages. Thus an intermediate tracking qualifier of ‘ET’ was assigned to each
result to alert users that information was missing that is normally provided in the data packages.

No samples were issued a final qualifier on the basis of missing detector information because this type
of tracking is not required by the QAPP.

5.6 Traceability (MARLAP 8.5.1.6)

The traceability of standards and reference materials to be used during the analysis should be
specified in the Field Sampling Plan.

Discussion

The Field Sampling Plan did not provide specific requirements for traceability. However, there is
documentation that all radioactive standards are directly or indirectly traceable to NIST. Thus an
intermediate traceability qualifier of ‘EN’ was assigned to each result to alert users that information
was missing that is normally provided in the data packages. No final qualifiers were assigned on this
basis.

5.7 QC Types and Linkages (MARLAP 8.5.1.7)

The type and quantity of QC samples should be identified and listed in the SOW and the results
provided by the laboratory in a summary report. Replicates and matrix spike results should be linked
to the original sample results.
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The information obtained from the analysis of laboratory-generated duplicates is useful to evaluate
analytical variability and laboratory precision. Results from the analysis of laboratory-generated
duplicate samples can also reflect the homogeneity or inhomogeneity of individual samples or groups
of samples of the same matrices.

Discussion

The QAPP did not require matrix spike and matrix spike duplicates for water samples. In addition the
QAPP is ambiguous about the number of matrix spike and matrix spike duplicates that are required
per QA batch.

There were blank, laboratory control standard (LCS) and duplicate LCS (LCSD) and matrix spikes
/matrix spike duplicates (MS and MSD) results for each method. The MS/MSD QC samples were not
required by the QAPP. The only lab duplicates tend to be LCS / LCSD pairs or MS / MSD pairs.

Field samples of solids typically had a client ID that was a string of alpha numeric characters that
describe the sample location and this root tends to have either a *-01’ or ’-02’ suffix appended. Field
sample pairs whose IDs have the same root but have different suffixes are field duplicate samples. For
example, if there were samples BKGRD-5015-0006-02 and BKGRD-S015-0006-01, they would be a field
duplicate pair.

No deficiencies were recognized and no qualifiers were assigned on the basis of QC types and linkages
as a consequence

5.8 Chemical Separation (Yield) (MARLAP 8.5.1.8)

Yield assesses the effects of the sample matrix and the chemical separation steps on the analytical
result and estimates the analyte loss throughout the total analytical process.

The evaluation of an analytical yield serves to evaluate the efficiency of radiochemical separations
utilized when preparing samples for measurement or analysis. The use of a tracer is conducted when a
known amount of a chemical tracer is added to unknown samples; during analysis, a yield or recovery
of the tracer material is used to determine the efficiency of the entire analytical process. The tracer
that is chosen is used because it mimics the properties of one or more target radionuclides. A tracer
refers to a radioactive isotope, while a carrier is a non-radioactive substance.

Discussion

The analyses that employed a tracer or carrier include: HSL-300 in drinking water according to the
EDD. None of the reported tracer recoveries for field samples were reported in the EDD to lie outside
of the acceptance range and no qualifiers were assigned on the basis of tracer recovery.

5.9 Self-Absorption (MARLAP 8.5.1.9)

For some radiochemical analytical methods, the SOW may specify the generation of a self-absorption
curve, which correlates mass of sample deposited in a known geometry to detector efficiency.

Discussion

The laboratory typically performs a self-absorption calibration for radium-228 (EPA Method 904) but
these were not provided. There appears to be no aspect of EPA Method 903.1 where an explicit self-
absorption correction is necessary. Insufficient information was provided to conclude whether EPA
Method 901.1 (gamma spectroscopy) results required an absorption correction.
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Alpha spectroscopy (HSL-300) is very sensitive to self-absorption effects, but self-absorption problems
by this analytical method become evident from peak shape and the tendency of peaks to be smeared
out of their regions of interest to lower energies. The alpha spectra of field samples and QC samples
were not available for review.

None of the information required to assess self-absorption was provided. Therefore all sample results
other than those obtained by EPA Method 901.1 were assigned an intermediate “E” qualifier, which is
a caution to data users that some information concerning mass attenuation that is usually provided in
level 4 data packages was missing.

No final data qualifiers were assigned as a result of self-absorption issues.

5.10 Efficiency, Calibration Curves, and Instrument Background (MARLAP 8.5.1.10)

The determination of detector efficiency is a detailed process that is best checked during an audit of
the laboratory’s capabilities and is usually not part of the verification and validation process.

Discussion

No documentation was provided in each data package that the equipment used was calibrated, that
backgrounds were determined, and that the efficiencies of the detectors were well determined.

The laboratory data package QA narratives did not identify any deficiencies related to calibration
curves, efficiency and instrument backgrounds. An “E” qualifier, which is a caution to data users that
some information concerning efficiency, calibration curves and instrument background that is usually
provided in level 4 data packages was missing.

No final data qualifiers were assigned as a result of missing efficiency, calibration curves and
instrument background.

5.11 Spectrometry Resolution (MARLAP 8.5.1.11)

The measured resolution of alpha and gamma spectrometers, and spectral information should be
provided in the data package to evaluate if proper peak identification and separation was made.

Discussion

The data package does not provide FWHM data or any spectrometry resolution data.

There is a well-known interference between radium-226 and uranium-235 by gamma spectroscopy
since both have gamma emissions at 186 KeV and the spectrometer resolution is typically insufficient
to resolve the contributions of the respective isotopes.

Radium-226 and uranium-235 results from gamma spectroscopy (EPA 901.1) were rejected because of
the probable interference, and because both analytes are reported by other methods that are more
reliable in this data package.

Due to the lack of spectrometry resolution data, all other results from EPA 901.1 and HSL-300 were
assigned an intermediate resolution qualifier of “ER, ” which is a caution to data users that some
information like spectra and resolution data that is usually provided in level 4 data packages was
missing.

No final qualifiers were assigned on this basis.
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5.12 Dilution and Correction Factors (MARLAP 8.5.1.12)

Samples for radiochemistry are usually not diluted. If required, dilution and correction factors (i.e., dry
weight correction, ash weight correction) should be provided in the data package so that the final
calculations of all data affected by dilution factors can be recalculated and confirmed.

Discussion

The entire last sections of the .pdf lab reports titled “Standards” does not provide detailed
information about dilutions and the certifications of standards used in the analyses. In addition,
dilution calculations and records are not provided for the calibration of instruments. For each dilution
calculation, the aliquot size and units were not listed as in accordance with MARLAP 8.5.1.2.

Due to the lack of data, all results except those from EPA 901.1 were assigned an intermediate
resolution qualifier of “E, ” which is a caution to data users that some information like dilution and
correction factors thatis usually provided in level 4 data packages was missing.

No final qualifiers were assigned on this basis.

5.13 Counts and Count Time (Duration) (MARLAP 8.5.1.13)

The count time for each sample, QC analysis, and instrument background should be recorded in the
data package. The ability to detect radionuclides is directly related to the count time.

Discussion

Count times, QC analyses, and backgrounds are not documented in the data package. Count times
were nearly always sufficient for results to have the required MDC, except for EPA 901.1. EPA301.1is
rarely used for environmental water samples because it does not offer a useful detection limit in most
cases for a reasonable count time.

Due to the lack of data, all results were assigned an intermediate resolution qualifier of “E, ” which is a
caution to data users that some information like count times that is usually provided in level 4 data
packages was missing.

No final qualifiers were assigned on this basis.

5.14 Result of Measurement, Uncertainty, Minimum Detectable Concentration, and Units
(MARLAP 8.5.1.14)

The result of each measurement, its expanded measurement uncertainty, and the estimated sample-
or analyte-specific MDC should be reported for each sample in the appropriate units.

Discussion
No issues with these factors were recognized and no qualifiers were assigned on this basis.

Three isotopes that were requested by gamma spectroscopy require discussion: bismuth-210, lead-
210 and uranium-235. Bismuth-210 is a pure beta emitter, so it cannot be determined directly by
gamma spectroscopy.

Lead-210 emits a low-energy 46 keV gamma ray with a low {4%) abundance. It can be detected by
gamma spectroscopy at relatively low levels provided that the sample geometry and detector is
optimized for low energy gamma emitters and there are not elevated concentrations of other gamma
emitting isotopes in the sample. It does not appear that all three of these requirements were met for
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the analytical results in these data packages. If lead-210 is a contaminant of concern, then it is
preferable to quantify it by measurement of its daughter, polonium-210 by alpha spectroscopy using
method HSL-300. The detection limit for lead-210 by EPA Method 901.1 is not low enough that good
risk-based decisions can always be made concerning clean-up.

When reported from EPA Method 901.1, thorium-232, uranium-234, thorium-228, thorium-230 and
radium-226 were rejected because more reliable results for these isotopes are reported from other
methods in this report. Some of these isotopes were reported frim EPA 901.1 by Pace but not
requested by EPA. .

6 QUALITY CONTROL SAMPLES TECHNICAL REVIEW
6.1 Method Blanks (MARLAP 8.5.2.1)

The requirement for a method blank is usually established in the SOW and appropriate plan
documents. Check to see if a method blank was analyzed and no detected concentration/activity
found in the results.

Discussion

Method blank results were provided for every analyte in the data package. No activity was reported in
any blank at concentrations that exceeded the minimum detectable activity or the critical level, except
as noted in the table below. If no qualifier value is provided for a method blank, then the analyte of
interest was detected above the minimum detectable concentration MDC, which is undesirable.

A blank qualifier value of ‘J+ for a field sample would mean that the analyte was detected above the
critical level in the associated method blank, but less than five times the result reported for the blank.

Final qualifiers were assigned on the basis of blank performance for two radium-228 field samples.

Table 5: Method blank QC sample results assigned a data qualifier.
Batch Method | Isotope [Result{MDA [Critical Level||Report Units{Qualifier
RADC33287 [EPA 904.0 Radium-228 0.5060.612 0.24 pCi/L J,

internal ID
1207382

6.2 Laboratory Control Samples (MARLAP 8.5.2.2)

Laboratory control samples {LCS) and LCS duplicates (LCSD) were run for each batch and analysis type.
Spike recoveries were acceptable, except as noted in the following table. In every case the duplicate
error ratios were acceptable, but the spike recovery percentages for sample 1, sample 2, or both were
outside of the expected range.

Table 6: Method blank QC sample results assigned a data qualifier.

Attribute Value Value Value Value
Internal ID 1 LCSD33130 LCSD33130 LCSD33130 LCSD33329
InternallD 2 LCS33130 LCS33130 LCS33130 LCS33329
Matrix Water Water Water Water
Isotope Americium-241 | Cesium-137 Cobalt-60 Thorium-230
Method EPAS01.1 EPAS01.1 EPAS01.1 HSL-300
Batch RADC33130 RADC33130 RADC33130 RADC33329
Result 1 462 92.3 48.1 6.48
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Attribute Value Value Value Value
Result 2 439 99.8 38.8 6.51
Rel % Diff 5.11 7.81 21.4 0.46
Dup Error Ratio | 0.29 0.58 1.04 0.04
Recovery % 1 87 110 94 75
Recovery % 2 83 119 76 76

The gamma spectroscopy lab control results were either high or low for all three spike isotopes:
americium-241, cesium-137 and cobalt-60. In addition the only thorium spike was thorium-230 and
both the LCS and LCSD performed poorly. All gamma spectroscopy results and all thorium results by
method HSL-300 were assigned an ‘S’ spike qualifier.

6.3 Laboratory Replicates (MARLAP 8.5.2.3)

The objective of replicate analyses are to measure laboratory precision based on each sample matrix.
Check to see if laboratory replicate was analyzed and within control limits.

Discussion

Laboratory replicates in this data package were of principally two types, lab control standards and
matrix spikes. Pace Analytical does not typically make lab duplicates of ordinary field samples. There is
no requirement in the QAPP for water samples to have MS or MSD, so their performance was not
examined. LCS and LCSD samples were addressed in section 6.2, “Laboratory Control Samples
(MARLAP 8.5.2.2)"” and none had duplicate error ratios greater than 1.96. Consequently, no qualifiers
were assigned on the basis of discordant results for replicate pairs.

6.4 Matrix Spikes and Matrix Spike Duplicates (MARLAP 8.5.2.4)

Matrix spike samples provide information about the effect of each sample matrix on the preparation
and measurement methodology. The test uncovers the possible existence of recovery problems,
based on either a statistical test or a specified fixed control limit.

Discussion

There appears to be no requirement for matrix spikes and matrix spike duplicates in the QAPP for
water samples. | often examine the performance of MS / MSD sample pairs as a surrogate for other
lab duplicates, but it is difficult to do this without information from a complete PDF data report {which
Pace did not provide) because MS and MSDs sometimes involve different aliquot sizes. No qualifiers
were assigned on the basis of their performance since these were not required QC samples.
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6.5 Field Replicate Sample Performance

Field replicates or duplicates are given in the following table.

Table 7 Field replicate samples

RADC33130 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS0L.1  Actinium-228
RADC33130 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Bismuth-212
RADC33130 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Bismuth-214
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS0L.1 Cesium-137
RADC33118 TW-3-01 TW-3-02 30205674003 30205674006 EPAS00.0 Gross Alpha
RADC33118 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS00.0 Gross Beta
RADC33130 [TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Lead-210
RADC33130 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 lead-212
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 lead-214
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Potassium-40
RADC33130 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 iRadium-224
RADC33130 [TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Radium-226
RADC33286 [TW-3-01 TW-3-02 30205674003 30205674006 EPAS03.1 Radium-226
RADC33287 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS04.0 Radium-228
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Radium-228
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Thallium-208
RADC33130 [TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Thorium-228
RADC33329 TW-3-01 TW-3-02 30205674003 30205674006 HSL-300 Thorium-228
RADC33328 {TW-3-01 TW-3-02 30205674003 30205674006 HSL-300 Thorium-230
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Thorium-230
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Thorium-232
RADC33328 [TW-3-01 TW-3-02 30205674003 30205674006 HSL-300 Thorium-232
RADC33130 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Thorium-234
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Table 7 Field replicate samples.

RADC33329 TW-3-01 TW-3-02 30205674003 30205674006 HSL-300 U-233/234
RADC33328 {TW-3-01 TW-3-02 30205674003 30205674006 HSL-300 U-235/236
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 iUranium-234
RADC33130 TW-3-01 TW-3-02 30205674003 30205674006 EPAS0L.1 Uranium-235
RADC33328 [TW-3-01 TW-3-02 30205674003 30205674006 HSL-300 Uranium-238
RADC33130 {TW-3-01 TW-3-02 30205674003 30205674006 EPAS01.1 Uranium-238

No criteria for field duplicates per se are given in the QAPP other than Worksheet 35, which states “Compare results of field duplicate {(or replicate)
analyses with RPD criteria.

The relative percent differences (R%D) were calculated for the field duplicate pairs of samples. This statistic potentially can provide indications of the
uniformity of the analyte in the media sampled. High values of relative percent difference greater than 40% suggest that the distribution of contaminants in
the media sampled might be relatively heterogeneous or that the results are rather uncertain. The Relative Error Ratio requirement of < 1% provided in the
QAPP appears not to make sense and would cause practically every result ever analyzed for this site to fail; it was ignored. Duplicate error ratios greater
than 1.96 suggest that a pair of results are significantly more discrepant than usual. The more discordant field duplicates are provided in the table below.

Table 8: Relatively discrepant field replicate results.

RADC33329 HSL-300 (TW-3-01 Tw-3-02 Uranium-238 62.75 2.21
RADC33130 [EPAS01.1 {TW-3-01 [Tw-3-02 Radium-224 200 2.62
RADC33329 HSL-300 {TW-3-01 TwW-3-02 Thorium-230 88.91 5.87
RADC33286 [EPAS903.1 {TW-3-01 [Tw-3-02 Radium-226 149.22 14.08

No final data qualifiers were assigned to regular samples / analytes associated with these field duplicate QA sample pair results, although the results that
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are associated with the poorly performinig field replicate samples carry an intermediate qualifier of ‘P1’ or ‘PP1.’
6.6 Rinse Blank Sample Performance

There were no rinse blank duplicates in these data packages. Rinse blanks with activity reported in excess of the nominal critical level, but less than the
minimum detectable activity, are denoted with a “}” intermediate qualifier in the following table. If the analyte was reported as present at levels greater
than the MDA in a rinse blank, a highly undesirable situation, then no intermediate qualifier appears in the following table. Concentrations {Conc), the
uncertainty at 2 standard deviations (2 S) and nominal critical level are all in units of pCi/L.

The samples of primary interest in this investigation are water samples. The potential presence of a small amount of activity in the rinse blanks listed in the
following table is a concern.

Field samples having results that are associated with these rinse blanks were assigned an intermediate rinse blank qualifier of ‘J+' if the analytical result was
less than 5 times that reported in the field blank. Such samples also are assigned a final data qualifier.

Table 9: Poorly performing rinse blanks.

30205674007 RB-121416 EPA 904.0 Radium-228 0.65 0.302 0.495 0.194,
30205674007 RB-121416 HSL-300 Thorium-228 0.3 0.198 0.269 0.0809,
30205674007 RB-121416 HSL-300 U-235/236 0.113 0.099 0.111 0.0235,
30205674007 RB-121416 HSL-300 Uranium-238 0.152 0.104 0.116 0.0307,
30205674007 RB-121416 EPA 900.0 Gross Alpha 0.53 0.339 0.549 0.2334Y
30205674007 RB-121416 EPA901.1 Lead-214 12.336 16.725 20.53 10.2654
30205674007 RB-121416 HSL-300 Thorium-230 0.048 0.084 0.169 0.042
30205674007 RB-121416 HSL-300 U-233/234 0.164 0.12 0.172 0.05394
17 | Page DON HS RS o
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7 TEST OF DETECTION AND UNUSUAL UNCERTAINTY EVALUATION
7.1 Detection (MARLAP 8.5.3.1 and 8.5.3.2)

The general list of data qualifiers is provided in Section 3 and there is a Consolidated Table of Analytical Results
with qualifiers in Section 10 of this report. The Intermediate Qualifier Summary field provides information on
sixteen aspects of data quality, and the qualifiers for each aspect are delimited by a comma. The information in
the third of these comma separated fields is specific to detection.

Discussion

The detection qualifier assumed six different values in this data set as follows.

Table 10: Intermediate detection qualifiers.

Intermediate Detection Explanation
Qualifier
, A result that was reported to be greater than the MDA without obvious
interference. This is the symbol for “no data qualifier needed to be assigned.”
J, A result that was reported to be greater than the nominal critical level but less
than the MDA. .
J+, Radium-226, estimated from the 186 KeV gamma emission that was counted

one day after sealing tends to carry a ‘J+" detection qualifier. These sample
results have a positive bias and are less reliable than usual. Taking that
limitation into account, they still can be useful as a prompt estimate of the
radium-226 concentration.

R, A result, such as uranium-235 by method EPA 901.1, which is severely affected
by interference and should be disregarded.

U, A result that was reported to be less than the associated nominal critical level
and the associated MDA was reported to be less than the required MDA (1
pCi/g or 1pCi/L).

ulJ, A result that was reported to be less than the associated nominal critical level
and the associated MDA was greater than the required MDA (1 pCi/g or
1pCi/L).

To avoid redundancy, the list of sample results that carry a detection qualifier is not provided in this section.

The required MDA was specified in the QAPP as 1 pCi/g and 1 pCi/L. It seems that these values were obtained
from the TestAmerica [aboratory. It appears that the QAPP did not anticipate that water samples might be
analyzed by gamma spectroscopy, and 1 pCi/L is an unrealistically low detection limit for that method. It also
appears that Pace Analytical may not have been aware of the required MDAs. Pace Analytical set the required
MDA for a result to be the same as the MDA for that result in every case. Forty-eight results for field samples
have detection qualifiers of “UJ” where no activity was detected but the required detection limit was not
attained.

18] ¥ ¢
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7.2 Large or Unusual Uncertainty (MARLAP 8.5.3.3)

When method blanks have detected activity, the analytical results for associated samples may be more
uncertain than usual.

Discussion

Sample results were assigned a blank qualifier that included the characters ‘B+’ if activity was detected in a
blank and an associated sample result was less than 5 times the blank result. The blank qualifiers are denocted by
the characters ending with the first comma in the intermediate qualifier summary field in the table provided in
Section 10 of this report.

Forty-nine sample results were assigned a blank qualifier ‘B+’.

8 SUMMARY OF DATA USABILITY

Of 145 field sample results, there were a total of 128 radionuclide results that carry a data qualifier. The
meaning of each qualifier is described in section 3 of this report. The count of each final qualifier type for field
samples is provided in the following table.

Table 11: Number of cach of the various final data qualifiers.

Final Qualifier Frequency
- 17
J 47
R 30
U 3
ulJ 48

The distribution of qualifiers among field samples is further broken down in the following table.

Table 12: Number of each of the various final data qualifiers by method.

Description Method Final Qualifier ONc :::?:r:::s

Alpha Spectroscopy HSL-300 - 4
Alpha Spectroscopy HSL-300 J 25
Alpha Spectroscopy HSL-300 U 1
Gamma Sepectroscopy EPAS01.1 J 17
Gamma Sepectroscopy EPAS01.1 R 30
Gamma Sepectroscopy EPA901.1 uJ 48
Gross Alpha/Beta EPA900.0 -

Gross Alpha/Beta EPAS00.0

Gross Alpha/Beta EPA 900.0 u 1

e
"

e
o
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Number of

Description Method Final Qualifier Occurrences
Radium-226 in Drinking Water EPA 903.1 - 3
Radium-226 in Drinking Water [EPA 903.1 J 1
Radium-226 in Drinking Water [EPA 903.1 U 1
Radium-228 in Drinking Water [EPA 904.0 - 2
Radium-228 in Drinking Water EPA 904.0 J 3

9 REFERENCES

Site Specific UFP Quality Assurance Project Plan Niagara Falls Boulevard Site, Niagara Falls, Niagara County, New
York, DC No.: RST3-02-D-0033, TDD No.: TO-0006-0061. August 2015.

Multi-Agency Radiological Laboratory Analytical Protocols Manual, Volume I, NUREG-1576, EPA 402-B-04-001A,

NTIS PB2004-105421, July 2004.

10 APPENDED DOCUMENTS
Consolidated table of analytical results with qualifiers (5 pages).

Radiological Data Verification/Validation Checklist (2 pages).
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Canadian Radium and Uranium Site
DOMBSTIS03.E.0052 Revision

Client ID Isctope Method Lab Sample ID  Matrix Conc 25 MDC Intermediate Qualifier Final Units
Summary Qualifier
RB-121416
Actinium-228 EPASOLL 3020567400 Water 0 15.36 41.58  5UL, L EALETEN,EREC L pCifL
Bisrmuth-212 EPASOLL 3020567400 Water 0 16.24 1167 Be5UL,,,, BEA ETEN ER EC L pCifL
Rismuth-214 EPAB0L1 3020567400 Water 0 13.37 24.88 BeS UL EALETEN ER EC ] plifL
Cesium-137 EPA BOLL IN20567400  Water a 1.15 9.54 B+5,UL,,, EAETEN,ER, EC Ul plifL
Gross Alpha EPA 900.0 3020567400 Water 0.53 .34 (.55 erdoss EMLEALETEN, EMLEC } pCifL
Gross Beta EPA 900.0 3020567400 Water -(.08 0.35 0.67 A BN EAET EN, EMEC u pCift
Lead-210 EPA O0L1 3020567400 Water 36.99 391.48 514.3  5UL,, FAET.EN,ER, EC Ll pCifL
Lead-212 EPASOLL 3020567400 Water 0 9.39 19.04  B+5U5,,, BEA ET.EN, ER EC L pCifL
Lead-214 EPAB0L1 3020567400 Water 12.34 16.72 2053 BeS L EALETENER EC J plifL
Potassium-40 EPA B0 3020567400 Water 0 48.01 1515 SULLEAETEN EREC Ul oCifL
Radium-224 EpA QQll 3020567400 Water -41.28 184.25 220 B+,5,ULPPL,,, L EA ETEN, ER, EC ] pCifL
Radium-226 EPA Q031 3020567400 Water .24 (.46 0.85 SALEPL,ENLEA, BT BN, EMLEC u pCift
Radium-226 EPA O0L1 3020567400 Water 47.62 158.97 2054 BeSR,,EAETEN,REC R pCifL
Radium-228 EPASOLL 3020567400 Water 0 15.36 4158  5UL,,, EA ETEN, ER EC Ll pCifL
Raditm-228 EPA S04.0 3020567400 Water 0.65 0.3 0.5 Bt ENLEALETEN,, EMLEC J plifL
Thallium-208 EPA 011 A020567400 Water 2.62 6.26 8.2 B+,S,Ul,., B8, ET EN, ER, EC L plifL
Thorium-228 HSL-300 3020567400 Water 0.3 0.2 0.27 oS EMLEAET EN, ER EM,EC } pCifL
Thorium-228 EPA Q011 3020567400 Water 194,78 598,36 738.9  SR.LEAETENER,EC R pCift
Thorium-230 HEL-300 3020567400 Water 0.05 .08 0.17 L5, PR, ERMEA L ETEN, ER EM,EC |} pCifL
Thorium-230 EPASOLL 3020567400 Water 857,12 2436.4 3059 5R,,..EAETEN,ER,EC R pCifL
Thorium-232 HSL-300 3020567400 Water 0.0z 0.08 .06 S5, ENVLEA ETEN, EREMEC U plifL
Thorium-232 EPA BOLL IN20567400  Water 279.61 4017.7 5001 B+ 5R,,,.,EAETENER EC R plifL
Thorium-234 EpA QQll 3020567400 Water 0 151.22 285 B+5,U4,,,,, EA ET,EN,ER,EC 3] pCifL
U-233/234 HEL-300 3020567400 Water 0.16 .12 0.17 b EVLEA, BT EN,ER EMLEC J pCift
U-235/236 HEL-300 3020567400 Water 0.11 a1 0.11 s EVLES, ETEN, ER EMEC - pCifL
Uranium-234 EPASOLL 3020567400 Water 0 151.23 295 B+5.R,.,,, BEA ETEN,ER, EC R pCifL
Uranium-~235 EPASOLL 3020567400 Water 0 2875 &#4.02  5R,,EALETEN, R, EC R pCifL
Uranium-238 EPAB0L1 3020567400 Water 45.49 122.67 1594 B+S UL EA ETEN ER EC ] plifL
Monday, February 13, 2017 DCN RST3-03-F-0052 Revision 0 Page 1 of 5
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Client ID Isctope Method Lab Sample ID  Matrix Conc 25 MDC Intermediate Qualifier Final Units

Summary Qualifier
Uranium-238 HSL-300 Q20567400 Water 0.15 0.1 0.12 P L ENVLESETEN, EREM,EC - pCift
TW-1-01
Actinium-228 EPASOLL 3020567400 Water 0 127 23,65 5U,,,.,EAETEN,ER,EC Ll pCifl
Rismuth-212 EPABDL 3020567400 Water 28.07 48.56 5471 BS54 EA ETENER,EC J plifL
Bismuth-214 EPABOLL IN20567400 Water 6.51 11.18 11.94 B+5,4,,,,, EALETEN, ER, EC } pCifL
Cesium-137 EPABOL 2020567400 Water -1.82 5.4 5.83 B, 5,UL 00 BA BT EN,EREC Ul pCifL
Gross Alpha EPA 900.0 Q20567400 Water 725 275 38.1 oo EVLEAETEN, EMLEC - pCift
Gross Beta EPA SO0 3020567400 Water 105 243 21 e ENLEA ETEN, JEMLEC - nCifL
Lead-210 EPASOLL 3020567400 Water 157.39 1884.5 2591 S50, EA BT EN, EREC L poifL
Lead-212 EPABDL 3020567400 Water 878 67 9.78 B+,5,4,,,, B4, BT, EN, ER, EC J plifL
Lead-214 EPABDL 3020567400 Water 1311 12.83 10,47 BeS, L bEALETEN,EREC J plifL
Potassium-40 EPAB0L1 3020567400 Water 11.29 53.78 58.68  S5UL,, EAETENEREC Ul oCiftL
Radium-224 EPABOLL 020567400 Water 0 432.49 112.8  SULPPL,EA ETEN ER EC Ul pCifL
Radium-226 EPADOL Q20567400 Water 0 7061 135.6 BSR4, BAETEN R EC R pCift
Radium-226 EPADSO3.1 3020567400 Water 7.18 171 0.58 o PPL, EMLEA BT EN,, EMEC - pCifL
Radium-228 ERPASD4.0 3020567400 Water 2.69 0.74 Q.82 sornd b, ENLEA ETLEN,  EMLEC i pCifL
Radium-228 EPABDL 3020567400 Water 0 127 23,65 5ULLEAETENLER,EC ul plifL
Thallium-208 EPABOLL A020567400 Water 5.61 4.21 4.23 oS4t B8, BT EN,EREC J pCifL
Thorium-228 EPABOLL 020567400 Water 13689 17154 6349  L5R, v EAETEN,EREC R pCifL
Thorium-228 HSL-300 Q20567400 Water 0.23 0.2 0.33 S, 0 ENLEA, ETEN EREM,EC J pCift
Thorium-230 HSE-300 3020567400 Water 0.3 0.2 0.26 ,5,,PRL,EMES BT EN, ER EM,EC | pCifL
Thorium-230 EPASOLL 3020567400 Water -146.34 4088.5 5108 SR04, B8 ETENER L EC R pCifL
Thorium-232 HSL-300 3020567400 Water 0.13 0.11 (.06 S EMLER ET EN, EREM,EC J plifL
Thorium-232 EPABOLL IN20567400 Water o 4645.6 10330 B+SR,, 0+, EA ETEN,ER EC R pCifL
Thorium-234 EPABOLL 020567400 Water 10357 398.94 5057 B+5UL,, EAETEN,ER, EC ] pCifL
U-233/234 HSL-300 Q20567400 Water 0.63 .22 0.18 rorsrdt EMLEA BT EN, ER EM EC J pCift
U-235/236 HSE-300 3020567400 Water .11 (.08 0.08 porend b, EMLES ETEN,ER EM EC 1 pCifL
Uranium-234 EPASOLL 3020567400 Water 103,57 388.94 5057 BHSR,,GEAGETEN,EREC R pCifL
Uranium-235 EPABDL 3020567400 Water 0 1781 35.3 SR, EALETEN R, EC R plifL
Uranium-238 HSL-300 IN20567400 Water .34 .18 .12 P ENGER, BT EN ER EMEC J pCifL
Uranium-238 EPASOLI 3020567400 Water 0 75.06 1333 B+,5,UL,0+,,EAET.EN, EREC L pCifL
TW-2-01
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Client ID Isctope Method Lab Sample ID  Matrix Conc 25 MDC Intermediate Qualifier Final Units

Summary Qualifier
Actinjum-228 EPADOL Q20567400 Water 0 15,15 30,04 LSUL L EALETEN,EREC L pCift
Bismuth-212 EPASOLL 3020567400 Water 0 37.34 86 B+, 5,1, E& ETEN,ER, EC L pCifL
Bismuth-214 EPASOLL 3020567400 Water 516.08 &l 20.8 s EALETEN, EREC i pCifL
Cesium-137 EPABDL 3020567400 Water -1.19 6.83 7.36 B+, SUL b, B8 ETEN,ER,EC 8 plifL
Gross Alpha EPA B00.0 IN20567400 Water 44.1 10.8 8.65 s EMLESETEN,, EMEC - oCiftL
Gross Beta EPA S00.0 2020567400 Water 286 591 2.88 e EVLEA ETEN,  EMLEC - pCifL
Lead-210 EPADOL Q20567400 Water 0 24317 5252 LS b, EA BT RN, EREC L pCift
Lead-212 EPASOL 3020567400 Water 137.25 49.85 1555 .5, EA ETEN ER EC 1 pCifL
Lead-214 EPASOLL 3020567400 Water 569.97 87.5 18.88 5, EALETEN EREC i pCifL
Potassium-40 EPABDL 3020567400 Water 22.57 F7.23 77.51  8UL,,., EAETEN, ER,EC 3] pCifL
Radium-224 EPABDL 3020567400 Water 90.78 150.19 2467 SULPPL,, EA ETEN,ER,EC 8 plifL
Radium-226 EPABOLL IN20567400 Water 55 168.77 201.1 B+5,R,,d+,,. B4, ETEN, R EC R pCifL
Radium-226 EPABO3L 020567400 Water 0.92 0.62 0.77 & PPL B ENLEA ETEN,  EMLEC i pCifL
Radium-228 EPADOL Q20567400 Water 0 1515 3004 SUL,, BALETEN, ER EC L pCifL
Radium-228 EPA SO4.0 3020567400 Water 1.14 .42 0.58 B+, 44, EMLES ETEN,, ENMEC 1 pCifL
Thallium-208 EPASOLL 3020567400 Water .69 7.46 8.2 B850, 04, EAET,ENEREC L pCifL
Thorium-228 HSL-300 3020567400 Water 0.52 0.26 0.3 St ENLEA ETEN, ER EMEC J plifL
Thorium-228 EPABOLL IN20567400 Water 456,74 561.52 951.3 SR, EAET EN,ER,EC R pCifL
Thorium-230 EPABOLL 020567400 Water -556.08 6459.8 7907 SR EAETENER, EC R pCifL
Thorium-230 HSL-300 Q20567400 Water .24 0.17 0.22 S, PR, ERLESET, EN,EREM,EC J pCift
Thorium-232 HSE-300 3020567400 Water .31 .18 0.12 S, ENLES BT EN, ER ER,EC | pCifL
Thorium-232 EPASOLL 3020567400 Water 7023.1 8713.9 11480 5,R,,,EAETEN,ER, EC R pCifl
Thorium-234 EPABDL 3020567400 Water 0 48472 7352 BHSULLEAGETENER,EC 8 plifL
U-233/234 HSL-300 A020567400 Water 1.06 (.29 .18 e ENVLER, ETEN, ER EM,EC - pCifL
LU-2357238 HSE-300 020567400 Water 0.09 .08 0.14 erdred 5 EMUEA ETEN, ER EMEC | pCifL
Uranium-234 EPADOL Q20567400 Water 0 494,72 7352 B+SR,, EALETENEREC R pCift
Uranium-235 EPASOLL 3020567400 Water 13.85 55.7 67.98  5R,,, EALETEN,REC R pCifL
Uranium-238 HSE-300 3020567400 Water 0.82 .24 Q.08 seP L ENVLEA BT EN ER EM EC - pCifL
Uranium-238 EPABDL 3020567400 Water 49,15 146.44 1827 BeS UL EAGETEN,ER,EC 8 plifL
TW-3-01
Actinium-228 EPABOL 2020567400 Water 0 24.06 50,34  5U,BALETENEREC ] pCifL
Bismuth-212 EPADOL Q20567400 Water 6.11 117.38 1409  B+S5ULLEAETENEREC L pCift
Monday, February 13, 2017 DCN RST3-03-F-0052 Revision 0 Page 3 of5

ED_006395_00001618-00062



Client 1D

TW-3-02

Isotope

Bismuth-214
Cesium-137
Gross Alpha
Gross Beta
Lead-210
Lead-212
Lead-214
Potassium-40
Radium-224
Raditm-226
Radium-226
Radium-228
Radium-228
Thallium-208
Thorium-228
Thorium-228
Thorium-230
Thorium-230
Thorium-232
Thorium-232
Thorium-234
U-2333/234
U-235/236
Uranium-234
Uranium-235
Uranium-238
Uranium-238

Actinium-228
Bisrmuth-212
Bismuth-214
Cesium-137

Monday, February 13, 2017

Method

EPAGOLL
EPASOLL
EPA S00.0
EPA 500.0
EPABOLL
EPAROLY
EPAGOLL
EPASOLL
EPASOLY
EPAB03.1
EPABOLL
EPA B04.0
EPARBOLY
EPAGOLL
HSL-300

EPASOLY
HSL-300

EPABOLL
H5L-300

EPAGOLL
EPASOLL
HSE-300

HSL-300

EPABOLL
EPARBOLY
EPAGOLL
HSL-300

EPABOLL
EPABOLL
EPAROLY
EPAGOLL

Lab Sample ID  Matrix Conc 25
3020567400 Water 58.87 19.58
3020567400 Water (.93 8.22
3020567400 Water 109 312
3020567400 Water 202 40
ADZ0BETL00  Water 0 289.13
020567400 Water 11.85 10.97
3020567400 Water 58.6 19.15
3020567400 Water 0 48.01
3020567400 Water 156.65 115.85
3020567400 Water 45.8 5.39
3020567400 Woater 120.95 167.84
ADZ0BETL00  Water 57 10.3
020567400 Water 0 24,06
3020567400 Water 0 2.65
3020567400 Water 0.25% 0.2
3020567400 Water 42,76 6513.3
3020567400 Woater 3.23 0.74
ADZ0BETL00  Water -1102.8 29445
020567400 Water 0,14 0.11
3020567400 Water 2582.7 4330.8
3020567400 Water 0 132.57
3020567400 Water 0.54 0.21
3020567400 Woater 0.12 0.1
ADZ0BETL00  Water 0 132.57
020567400 Water 17.15 49
3020567400 Water 0 1014
3020567400 Water 0.56 0.2
3020567400 Woater 1.68 184
ADZ0BETL00  Water 0 18.83
020567400 Water 7736 15.56
3020567400 Water 1.73 4.59

DCN RST3-03-F-0052 Revision O

21.06

65.83
49.87
4.99

Final

Intermediate Qualifier Units
Summary Qualifier
S EALLET BN, ER,EC i pCifL
B+,5,U,,,, EA, ETEN,ER, EC i pCifL
s ENLEALETEN,, EM,EC . pCI/L
s EMLEALETEN,, EM,EC pCifL
LS,UL I+, EA ETEN, ER,EC Ui pCi/L
B,5,4,,,,,EA,ET,EN,,ER,,EC ] pCi/L
VS0 EALETEN, ER,EC i pCifL
5,0, EALET.EN, ER EC i pCifL
,5,,PPL,,,, EA, ET,EN, ER,,EC i pCifL
,,PPL L ENMLEA BT EN,, EM,EC pCifL
B, SR, 40, B8 ET EN, R EC R pCifL
rornn EMLEA, ETEN,, EM,EC . pCi/L
SULLLGEALETENER,EC U} pCifL
B8040+, EA, ETEN, ER,EC Ui pCifL
5,004, EMLEAET BN, ER, EM,EC i pCifL
J5,R,,,04,,, A ETEN, ER,EC R pCifL
J5, PP, ENLEA BT EN, EREMLEC pCifL
SR04, EAETEN, ER L EC R pCi/L
.S, ENLEA, ETEN, ER,EM,EC ] pCi/L
B+,5,.R,,,,EA, ETEN, ER, EC R pCifL
B+,8,Ul,.,,. EAET,EN, ER EC i pCifL
s, EMLEA,ET,EN,, ER EM,EC ] pCifL
s, ENUEA ET BN, EREM,EC J pCifL
B+,5,R,,,.,,FA,ET,EN,ER, EC R pCi/L
SR, EALETEN, R, EC R pCi/L
B8040+, EA, ETEN, ER,EC Ui pCifL
P14 EMLEA ETEN, ER EMEC pCifL
LSULLLEALETEN, EREC i} pCifL
B+,5,U4,,..,,EA,ET.EN,,ER,,EC Ui pCifL
S EALET EN, EREC ] pCi/L
B804, B4, ET EN ER, EC Ui pCifL
Page 4 of 5
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Client ID Isctope

Gross Alpha
Gross Beta
Lead-210
Lead-212
Lead-214
Potassium-40
Radium-224
Radium-226
Radium-226
Raditm-228
Radium-228
Thallium-208
Thorium-228
Thorium-228
Thorium-230
Thorium-230
Thorium-232
Thorium-232
Thorium-234
U-233/234
U-235/236
Uranium-234
Uranium-235
Uranium-238
Uranium-238

Method

EPA Q00.0
EPA 90G.0
EPASOLY
EPABOL
EPABOLL
EPAROLY
EPAGOLL
EPASOLL
EPASO3.1
EPABOL
EPA 504.0
EPABOLL
EPARBOLY
H5L-300

EPASOLL
HSE-300

HSL-300

EPABOLL
EPARBOLY
H5L-300

HSL-300

EPASOLY
EPABOLL
HSL-300

EPARBOLY

Lab Sample ID

2020567400
3020567400
3020567400
3020567400
3020567400
2020567400
2020567400
3020567400
3020567400
3020567400
3020567400
3020567400
2020567400
2020567400
3020567400
3020567400
3020567400
3020567400
2020567400
2020567400
3020567400
3020567400
3020567400
3020567400
2020567400

Matrix

Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water

Conc

83.6
187

9.61
60.28
437

17258
315
1.68
46.7
1.37

0.4
-1434.1
8.4
.33
991.07

.38
.08
0
0
.29
0

Qualifier Explanation: See section 3 of the Memo DCN RST3-03-F-0052 Revision 0

Conc: Concentration

2 S: Total propagated uncertainty at 2 standard deviations
MDC: Minimum detectable concentration

Monday, February 13, 2017

DCN RST3-03-F-0052 Revision O

25

28.6
4.7
13016
6.3
1185
51.01
28.44
114.02
377
8.8
8.46
4.94
714.29
.22
4686.4
16
.18
8313.9
234.56
.16
.67
234.56
15.14
.14
103.74

MDC

32.¢
2847
5.4
1139
54.04
100.5
Q.74
21.06
.54
5.43
7328
0.28
5748
0.é5
12
10330
637.2
0.14
0.05
&637.3
45.01
0.1
157.6

Intermediate Qualifier
Summary
n;u);EE\A;EANET)ENH!E M,{'C

e EVLEAETEN, JENMEC

S UL BEAETENER,EC
B+,5,,0, EALETEN,ER, EC
sSadr EALETEN,EREC
eSebinnn, BAGETENER, EC

S AEPPLEAETEN, EREC
B+,5,R,, 4+, EAETEN,R, EC

s PPLENMGEAET EN,, EMEC
LU EAETENER,EC

s EMLEALETEN,  EMLEC

B+, 5,U,, 0+, E&LET,EN,ER,EC
SR GEAETEN,EREC
1505 ENLEA BT ENER EM,EC
SR ERETENEREC

S5, PPL,,EMLEAETENER EMEC
S EMUEALET EN, EREM, EC
B+,5,8,,,3+,, EA ETEN ER EC
B+, 5,Ud,,,, EAETEN,ER,EC
st t EMLEA BT ENER EM,EC
pred EMLERAET BN, EREM,EC
B+,5,R,,,,, EAET,EN,ER, EC
SR, EAGETENR,EC

s P L ENGEA, BT EN ER EMLEC
B+, 5,U4,, 0+, EA ETEN,ER,EC

ED_006395_00001618-00064

Final

Units
Qualifier
nCifL
- nCifL
Ul BCIAL
} pCi/L
} oCiftL
| oCifL
L) nCifL
R nCifL
- BCIAL
Ul pCi/L
pCi/L
Ul oCi/L
R nCifL
[ nCifL
R nCifL
[ BCIAL
} pCi/L
R oCiftL
Ul nCifL
[ nCifL
} nCifL
R BCIAL
R pCi/L
} oCiftL
Ul nCifL
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Site Name:_Canadian Radium Site, Mount Kisco, West Chester County, NY  Analytical Laboratory

Radiological Data Verification/Validation Checklist

Pace Analytical Laboratories

Case Number * Reviewer Rick Haaker, CHP, CIH __ Date February 13,2017
?:1 f: i‘{ (m}g’!.ﬂ-’b--“'
Part 1 - Sample Handling and Analysis Evaluation
MARLAP
Criteria Yes No NA Comments
Ref.
3511 Sample Descriptors - Each sample has a unique ID X
T code which is cross-reference to unique Lab ID
8512 I/)\rlé%?gﬁ Size - amount of sample used in analysis X The document provided was not a Level 4 equivalent package.
8513 Dates Of s?mple collection, sample prep and sample X Sample sealed (prep) dates for EPA 901.1 samples were not in data package.
analysis provided
8.5.14 Samples properly preserved X
8.5.15 Each analytical result linked to instrument/detector X This information was not provided in the package.
8.5.1.6 Iracg:abﬂny of standards and reference materials X This information was not provided in the package
provided
8.51.7 QC samples analyzed No field replicates but there were LCS/LCSD pairs, blanks and tracer resuls.
8518 Y@d (chemlcgl separation, carrier and/or { Except where noted and qualified otherwise
radiotracer) within acceptable ranges
8519 Self-absorption curve provided X Not provided.
8.5.1.10 Efficiency, ca hbmt‘o?l cur\-/esAand mstrument X This information was not provided in the package.
background information provided
8.5.1.11 Spectrometry resolution data provided X This information was not provided in the package.
8.5.1.12 Dilution factors _and corrections factors addressed X This information was not provided in the package.
and documentation provided.
- Count Time for each sample, QC analysis and L . ) ) S o
8.5.1.13 instrument backaround provided X This information was not provided in the package.
For each measurement:
85114 1) Measurement uncertainty reported X
o 2}  Analyte MDC reported X
3) Appropriate units used X

Checklist

DCN RST3-03-F-0052, Revision 0
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Part 2 - Quality Control
MARLAP

Ref Criteria Yes No NA Comments
2591 Method Blanks analyzed and no detected X Activity reported above critical level in MB for Ra-228
T concentration/activity found (EPA 904.0).
R597 Laboratory Control Samples analyzed and within x Except where noted in report section 6.2. Some LCS
T acceptable ranges samples had out of range spike recoveries.
Except where noted in report section 6.2. LSC/LCSD
8.5.23 Laboratory replicates analyzed and within control limits X replicate values had satisfactory agreement but some had
out of range spike recoveries.
Matrix Spikes/Matrix Spike Duplicate analyzed and .
8524 within established criteria X No required by QAPP for water samples.
The MDC was provided based on alpha = beta = 0.05.
8.5.3.1 Test of detection information (critical value) provided. X The critical value was not required by QAPP. The critical

level was approximated as 50% of the MDC where not
provided.

8532 Detection Capability:

Required Minimum Detectable Concentration (RMDC)
less than the Minimum Detectable Concentration (MDC)
for cach analyte

Except that the required MDC was not attained for all
X samples. See the validation report for details. RMDC for
gamma spectroscopy was sct unrealistically low in QAPP.

Uncertainty

1. Laboratory’s combined standard
uncertainty at concentrations lower that the action level

533 less than required method uncertainty (expressed in No precision criteria was specified in the QAPP for
e concentration units) individual analytical results.
2. Laboratory’s relative combined standard
uncertainty at concentrations above the action level less X

than required relative method uncertainty (express as a
percent)

Additional Comments: Gamma spectroscopy results for U-235, U-234, Th-228, Th-230, Th-232, Ra-226 were rejected due to poor detection capability, the results from
HSL-300 or EPA 903.1 should be used instead.

Pace Analytical package number: 30205674
Chain of Custody number: 2-121416-162810-0009
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